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1.1 DOCUMENT DEFINITION | | O 
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This document is an Engineering Product yee ae ae ae - Part 1 
(EPS-1) for the Level 6,4 push Streamer Magych a fae be EN describes 
the functionality, performance, and. sear noe bal ps 
device~specific adapter which, when attached to a Heaton Performance 
Device Controller, provides the a eae | of interfacing with a 

PE Formatter/Controller. 


fee eZ Documentation Tree Structure 
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D.002.01 PWA/PWB Testability Design AMDET 

MTG1 PWA Test Equipment Connection 

Requirements 
MTGZ | Documentation Requirements for AMD&T-TE 
PWA Testing 
MTG3 © PWA Microdiagnostic Creation 
60129949 Application Rules for Mini- , Circuit Design 
computer and Terminals Products 

Q4.1 PWB/PWA Testability Design Rules PAE-TEE 

MG1 Component Availability AMD&T-TE 

MTG4 PWA Test Monitor/Test Box AMD&T-TE 
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The ~~ Magnetic Tape Subsystem requirements foryYLevel 6 include 
a capability to read and write /6¢ bpi Phase, Crccocles’ (PE), ANSI starcetz rt 
9—-track tapes af 25:95. k/0 ops. 2k $2 ips. aut 3200 hpi. he recorole neg, 
formal cs not LBM or AWSL corupitila Tapes ave cutrreharegentl wee tle. otter 3220, 


Laffer Ames, 
The Steamy Txpe Gutedbyv-Adapter (S7¢-4), a component of the 


Level 6 kluwk Strauer Tage Subsystem, is specified herein, This 


ee 


(MPDC) satisfies the requirements by providing an ifteresce: to 
an OVP Formatter/Controller (F/C). The combination of S7c-Aand MPTC 
(MPDC with an appropriate firmware) becomes the $/7¢-Magnetic Tape 
Subsystem (STC-MTS). 

1.3 REFERENCE DOCUMENTS 

1.3.1 Governing Documents 

60131966 Level 6 Medium Performance Tape Subsystems PFS 

60126448 New Minicomputer Line System EPS-1 (Part 1) 


60129896 NML Maintainability EPS-1l 


es e@ am: 2 2 oA PE OB ee dln Fe ee a ee ee ee ee —-ee ee em ee Oe eg mi = 


( Pete 
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60128217 WML Médiun Performanee Desk Lout roller 
CUM , 
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dr3.2 Standards 
ANSI Standard (X3.40-1976) Unrecorded Magnetic Tape for Informa- 


tion Interchange.(7 touch £0auad FE0 epc., NRZL 
— amet 1600 Cpe, 524 r : 


— 


ANSI Standard (X3.27-1974) Magnetic Tape Labels and File Structure 
for Information Interchange. 


ANSI Standard (X3.39-1973) Recorded Magnetic Tape for Information 
Interchange (1600 CPI, PE). 


ANSI Standard (X3.54-1976) American National Standard for Recorded 
Magnetic Tape for Information Inter- 
change (6250 CPI, Group Coded Record- 
ing). 


HIS Standard B01.08, BO1.10 and BO1.14. 


a.3.3 Related Documents 
60128944 Physical I/O Interface EPS-1 
COIR E249 GOED p Product Spee into , fart £ 


Ses CM egabus ) Rec~, (10 -2 7-0) 
1.4 DEFINITIONS 
Block A group of contiguous recorded characters considered 


and transported as a unit containing one or more 
logical records. Blocks are separated by interblock 


gaps. 
BOB | Beginning Of Block on tape 
BOT Beginning Of Tape 
Dpi Bits per inch 
CAI Controller Adapter Interfaces 
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Channel An addressable entity on the Megabus which is 
visible to software 


CLI-F/C Interface between S7C-A and F/C 

CPI Characters Per Inch 

CRC Cyclic Redundancy Check 

DAI | Device Adapter Interface 

Density | The recording density ie a longitudinal measure of 


the nominal number of information characters which 
can be recorded in 9 tracks on one inch of magnetic 
tape. The density is stated in characters per inch 


(CPI) « 
DLI-MTU Device Level Interface MTU 
EOB End Of Block on tape 
EOT End Of Tape - - —_ an 
FCI | Flux Changes per Inch i 
F/C a -Formatter/Controller (un a Gpher Pees ereslosert) 
File A collection of information consisting of one or 


more related blocks, the boundaries of which are 
identified on tape by means of tape marks 


ACR (Crome Shed Recording Adapter 


GCR Group Coded Recording method 

Hub End © The physical end of tape nearest the EOT marker 

Interblock A dc-erased section of tape separating blocks of in- 

Gap. formation 

lps Inches per second 
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LOS Level Of Simultaneity 

MPDC Medium Performance ~k’s4 Controller 

MPTC Medium Performance Tape Controller (MPDC plus $7<-A 
firmware). | 
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MBZ Must Be Zero 

MTU Magnetic Tape Unit 

NML New Minicomputer Line 

NRZI Non-Return-to-Zero-Inverted recording method 

OEM Original Equipment Manufacturer 

Off-Line A state in which the referenced unit may remain 
powered up and physically attached, but is logically 
inaccessable and, in general, is incapable of 
responding to any commands. This state is usually 
entered for purposes of field service intervention. 

ORU Optimum Replaceable Unit 

OVP Outside Vendor Product 

OVP Tape Magnetic tape devices as specified in HIS Purchase 

Drives Specification: 03€S 0/0 _ 

PE Phase~Encoded recording method 

QLT Quick Logic Test 

RAW Read After Write 

RFU Reserved for Future Use 

Rim End The physical beginning of tape nearest the’ BOT 

marker . 

ROS Read Only Store 

RWS Read/Write Storage | 

STC — Mrs Streamer Tape lowtrolliy —~ Magrebed (ape Sach sg s Vem 

Tape A column of bits across the width of the magnetic 

Character | tape. Each bit is loaded in a different tape track. 

Tape Mark A special control block recorded on magnetic tape to 


serve aS a separator between files and file labels. 


Longitudinal rows along the length of the magnetic 
tape where bits of information are placed. The 
track number indicates the physical position on the 


Tape Track 


tape. 
TBD To Be Determined 
VRC Vertical Redundancy Check 
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ARCHITECTURE 


2.1 OVERVIEW -_ 3 , 


The sT¢c-Magnetic Tape Subsystem (SiC-MTS) provides Level 6 with 
the facility to store and retrieve PE formatted data from 
1/2-inch magnetic tape. 


A sif-MTS configuration consists of an MPTC (connected to the 
NML Bus) with one S+treaqwer Couteolley -AGapter (S7¢-A) controlling 
the Formatter/Controller (e/c} and Gp to: four tape devices. This 
configuration can process simultaneously a single data transfer and 
one or more rewind and/or rewind and unioad instructions. 


Figure 2-1 illustrates the structure of the subsystem and its 
relationship to the system as a whole. Detailed configurational 
information can be found in Section IX. 

2.2 MAJOR COMPONENTS 


The major components of the Level 6 S7T¢-MTS are = Medium 
Performance Tape Controller (MPTC), the Streamer .7a Lore Fatale ~ 


Adapter (<"¢A), and an OVP PE Formatter/Controéller (F/C). 
2.2.1 Medium Performance Device Controller (MPDC) 


The MPDC is a microprogrammed peripheral control unit which 
attaches to the Level 6 Mecabus (see NML Bus EPS-1) and which, via 
an adapter, is capable of supporting up to four devices. The 
microprocessor portion of the MPDC is generalized to facilitate its 
application as a control element for other controller/device types. 
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LEVEL 6 MEGABUS 
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NOTE: SEE SECTION IX FOR CONFIGURATION RULES. 
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Figure 2-1] Level 6 ste Magnetic Tape Subsystem 
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Hardware unique to a given device/controller is localized in the 
device/controller adapter. ‘The MPDC performs general purpose 
control functions such as: 


Execution of Level 6 bus sequences 
Command decoding 
Data transfer multiplexing between wineeers 
Status and control register storage 
Direction of the general flow of Command execution. 


eevee 


When firmware appropriate to the pie ee Tape Cortrvller Adapter 
is plugged in, the board becomes a unique Medium Performance Tape 
Controller (MPTC). 


E~ 


Stortancer 7| 


The src-A is implemented on a triple-size D-board which plugs 
onto the MPTC via two 25-pin connectors and is connected via cables 


to the sTt—F/C - It contains the following 
BRACE AOneEAey: | 


e, Command decoding | C) 
e Data transfer multiplexing between ppweeetree/eevieds eee 
e Status and control register storage 

e Provides device write/read data buffers 

e Provides device identification codes 

@ Provides controller/adapter interfaces (CAT) 

e Provides adapter/tape controller interfaces (DLI) 


pe Pe _PE Formatter/Controller (F/C) 
The F/C is an OVP tape controller capable of generating and 
reading ANSI format compatible 9-track tapes at 1600 bpi PE or 3200 bye. 


mAVSI format It git oie with up to four ‘opher Moc l F290 tape 


transports in a os’'s bus configuration. The data format capability 
of each transport is 1600 bpi PE/3Z2e¢ bpi { non- compa Te4le | 


Table 2-1 shows the data byte (8-bit) transfer rate in kilo- 
bytes per second for all possible combinations of speed and density. 


Table 2-1 Byte Transfer Rate 
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The F/C attaches to the s77-A adapter via the controller inter- 
face (CLI) and contains the following functionality: 


Performs device interface dialog control 

Provides device write/read data buffers 

Performs data integrity checking 

Provides controller/adapter interfaces (CLI-F/C) 
Performs error detection/correction for > PE formats 
Provides the device interfaces (DLI). 


For a detailed description of the F/C, refer to the Product 
Specification for the Fsgo, FC (Formatter Controller). 


The 1/2-inch magnetic tape units are OVP tape drives which meet 


the governing purchase specification (refer to subsection 1.3.1). 
The drives read and write tapes to the following summary of func- 


tionality: 
e Provides for £5 ips tape speed 
e Provides for 100 ips tape speed 
: @ Provides for Read After ire (RAW) 
e Provides for up to a 10-1/2-inch tape reel 
0@ Provides for St ups. tape spate for “sna, ee ont 
@ Provides for 1600 CPI PE density a i eagnay a A, 


Mahl, aerutabee a Dee’ Preeucts Ine); 


FBE0b6EO-FO-1OLS £5 [l00 i p.5- [bE CO PE eerie — Micros| rcamey 2 
F880 2340-96-54 25/8/00 cps. 4 L00/3 200 (at $0 aps. excty, ) <a 
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FUNCTIONAL REQUIREMENTS 


3.1 BASIC FUNCTIONS 
3 i 7] ey > | tj | Si it : it 


Devices attached to the MPTC are software addressable via chan- 
nel numbers. Each individual device (drive) has two channel num- 
bers assigned, differing only in the low-order bit position (called 
the direction bit). When an IOLD instruction is issued to a mag- 
netic tape device, the direction bit of the channel number specifies 
whether this is an input or an output data transfer. For all other 
commands, the direction bit is ignored by the hardware. Figure 3-l 
Outlines the composition of the channel number. Bits 8 through 14 
are assigned at system installation and must conform to constraints 
defined in the NML Bus EPS-1. Software visibility of the devices _ 
attached to the MPTC is such that the devices are, in general, 
independent of each other. For example, operations on one tape are 
independent of any activity on another tape except that the MPTC 
initiation of a command sequence addressed to one device (channel 
number) may be stalled (a command sequence has been accepted but not 
initiated) while the MPTC is busy Servicing another device. Further 
definition of how command sequences are handled by the subsystem can 
be found in the MPDC EPS-l. 


The MPTC provides a single level of simultaneity (only one data 
transfer can be active in the subsystem) and Supports the fol- 
lowing: | | 
e A nonbusy device must accept any command directed to it over 

the bus (i.e., IOLD, Configuration Words A, Range, Task 

Word, etc.) even though a data transfer may be active over 

another device. A command may be "waited" (see NML Bus 


LI SRA IONIAN RET Pm we Ae em em en em som ow om - 


OO 


Bin <= Bs. Gs BOs Gis B55 Pas Bas Us. Tee Ag: 


Switch Selectable MPTC Direction Bit: 
Identifier | 0 = Read (Input) 
l = Write (Output) 


Figure 3-1 Channel Numbers 


EPS-1) for a period not to exceed /Z microseconds (assuming 
no higher priority bus activity). 


® Following completion of a data transfer operation, any re- 
wind orders received are initiated prior to initiation of 
any data transfer operations. 


@ Channels are serviced on a rotating priority basis so that 
no one channel or channels can dominate adapter usage. 
tf 
Note that the controller will accept a data transfer command to 
drive B while A is doing a data transfer but will not start the data 
transfer on B until A's data transfer has completed. 


If a $7f-A is configured with less than four devices, it only 
responds to channel numbers associated with the installed devices . 


7 F 
3.1.2.1 Command Transfers 


The MPTC recognizes a command transfer request on the Megabus 
when a valid channel number is decoded in bits 8 through 17 of the 
address bus (see NML Bus EPS-1). If the referenced device is not 
busy, the contents of the data and address buses are stored in the 
MPTC interface hardware. If the MPTC is currently executing a data 
transfer operation on another channel, the command transfer request 
may be responded to by a WAIT signal for a period not exceeding /2 
microseconds (assuming no higher priority bus activity). MPTC 
firmware is then invoked to process the information. For the not 
busy case, the MPTC completes the bus cycle by issuing an ACK to 
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the CPU. If, however, the referenced device is busy executing a 
previously received command, the MPTC interface hardware completes 
the bus cycle by issuing a NAK (except for the Output Control Word 
command, see subsection 5.2.6). If the MPTC interface hardware is 
temporarily busy, because firmware has not had an opportunity to 
service a previously initiated bus cycle or because the MPTC is busy 
cenerating a read response cycle, then the MPTC interface logic 
completes any new bus cycle with the WAIT response (see NML Bus 
EPS-1). See subsection 5.2 for a description of the various 
commands applicable to the MPTC Tape Subsystem. 


The address and data bus configurations for the various com- 
mands are detailed in subsection 5.2. | 


3.1.2.2 Data Transfer 


All data transfers associated with the MPTC/sTc-A subsystem are 
executed in Direct Memory Access (DMA) mode. Data transfers are 
normally in word mode but byte mode transfers can occur associated 
with the first and/or last memory cycle of a particular data trans- 
fer if the main memory buffer begins or ends on an odd. byte : 
boundary. | 


a 


If a NAK response is received at the MPTC during a memory write 
Or read request cycle on the Megabus, the data transfer continues to 
its normal termination with a nonexistent. resource error posted in 
the status word (see subsection 5.2.14.14). If a WAIT response is 
received for a memory write or read request, the MPTC interface 
hardware retries the bus cycle. Retries continue until either a NAK 
or ACK response is received. Note that while a bus cycle is pending 
in the MPTC interface hardware, no bus cycles from the CPU to the 
MPTC are accepted (including the Output Control Word). This also 
applies to the interval between a memory read request and the read 
response (second-half read) cycle. Once the interface hardware is 
conditioned to do a memory transfer (either read or write,) a), 
other bus cycles addressed to the MPTC are completed with either NAK 
or WAIT (depending on channel busy status) until the memory 
reference is complete. Read response (second-half read) cycles from 
memory to MPTC are always completed with ACK (NAK and WAIT are never 
used for these cycles). 


Figure 3-2 illustrates the address and data bus configurations 
for read and write data transfers. During the instruction cycle of 
memory read sequences, bits 10 through 15 of the data bus may 
contain the address of a register in the MPTC into which the 
returned data (from memory) will be delivered. In the response 
(second-half read) cycle, the memory places on the address bus (bits 
8 through 23) the contents of the entire data bus (bits 0 through 
15) as received during the instruction cycle. 
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Figure 3-2 Address and Data Bus Configuration 


For Read and Write Data Transfers 
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3.1.2.3 Interrupts 


Whenever a channel interrupt level (see subsection 5.2.4) is 
nonzero and an operation initiated by an Output Task Word (see 
subsection 5.2.5) or Output Control Word (see subsection 5.2.6) 
instruction is completed or the attention bit is set in the status 
word (subsection 5.2.14.2), an interrupt is attempted. If a NAK 
response is received during an interrupt cycle, the MPTC stores the 
interrupt until it detects a pulse on the BSRINT (Resume Inter- 
rupts) line. The interrupt is then retried. Once an interrupt has 
been saved (as the result of a NAK response), the MPTC is capable of 
receiving commands and/or conducting data transfers on any of the 
other channels (subject to normal constraints). The channel with 
the pending interrupt, however, remains busy and the MPTC will not 
accept commands issued to that channel (except Output Control Word). 


If the interrupt level of a channel is zero (either via an ini- 
tialize process or loaded to zero), no interrupts will be attempted 
for. that channel. If a@ condition or event occurs which would nor- 
mally cause an interrupt, the appropriate bits in the status word. 

are set but no interrupt is attempted Or Saved. 


If the interrupt level is set to zero when an interrupt is | ew 
pending (via Output Control Word or Master Clear), the pending | 
interrupt is discarded. 


Figure 3-3 illustrates the address and data bus configuration 
for interrupt sequences. The channel number supplied on the data 
bus during an interrupt is the channel number used in the most 
recent Output Address instruction for the associated device. If no 
previous Output Address instruction has occurred at the time of an 
interrupt, the low-order bit of the channel number is Zero (see 
"subsection 3.1.1). 3 


ADDRESS BUS : 
(CPU) : 


66 66 


~0--------------9-10---15- 


DATA BUS -: CHANNEL NUMBER z LEVEL : 
: (DEVICE) : : 


*See subsection 5.2.4. 


Figure 3-3 Address and Data Bus Configuration 
for Interrupt Sequence 
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F 
aodad Overview of Tape Operation 

Associated with each device is a set of registers in the MPTC 

which are loaded by software and-specify the parameters required for 
tape operation. In addition to range and address registers, a 
configuration register contains the mode of operation and a task 
register holds command codes. To perform a specific operation, the 
software first loads the configuration, address, and range regis- 
ters. The task register is loaded last and specifies the operation 
to be performed. The MPTC begins command execution when it receives 
the task word. 


_ Commands addressed to a nonbusy tape device are always accepted 
but execution may be delayed as described in subsection 3.1.1. All 
commands addressed to a busy tape device are rejected (NAK response 
on Megabus) except the Output Control Word (See subsection 5.2.6). 


Data being written on or read from a tape is handled on a byte 
basis. For 9-track tapes, all 16 bits of a data word are trans- 
ferred to or from the tape as follows (odd parity is written on tape 
and checked when read): 


DATA WORD 
-)------- 7-§------ 15- 
; «DLE. CHANNEL 
or a aa - -01234567-P- 
eee sere ae eee ; : CBARACTER 1 
Ser erate ere ee eee roe Sd gs CHARACTER 2 


3.2 COMPATIBILITY 


Level 6 1/2-inch Streamer Tape Scbsys Tern ” providesread and write 
interchange with corresponding Level 6 tape subsystems and foreign 
tape subsystems with read and write tapes which meet ANSI standards 
(see subsection 1.2.3) (2s os. oer a 00 ens. PE weby) Z 

Level 6 software grurs read and write 9-track tapes in the 
PE recording forme 7 on the $7T¢—MTS. 


Additional format and interchange information is given in sub- 
section 5.1 and Section VIII. 


e. 
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3.3 MAIN MEMORY STORAGE 


Main memory requirements for the tape driver are defined in the 
Magnetic Tape Driver Software Specification (TBD). 


3.4 IMPLEMENTATION 


The MPDC serves as a firmware-driven controller and provides the 
necessary bus and device/controller adapter interfaces and 
associated buffering and control facilities. Detailed information 
on MPDC implementation can be’ fourid in the Medium Performance Device 
Controller Product Manual (TBD). 2 
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INTERFACES 


4.1 USER INTERFACES 


| No specific user action is required to load or initialize the 
STC-MTS other than that required during subsystem installation for 
identification of subsystem configuration. Specific user actions 
required for the operation of tape devices can be found in the 
appropriate operation manual for the device. 


4.2 EXTERNAL INTERFACES 


The MPDC attaches to the Megabus as a typical 1/0 controller. 
The NML Bus EPS-1 contains the specific details for this interface 
(see Figure 2-1). 


4.2.2 Controlier/Adapter Interface (CAT) 


The S77-A attaches to the MPDC aS a Standard MPDC adapter. The 
MPDC EPS-1 contains specific details for this interface. 


4.2.23 r ae 


Refer to the appropriate controller specification(s) for more 
detailed information than presented in this subsection. The 
controller specification also represents the governing document in 
terms of controller functionality. 
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The CLI-F/C interface consists of __ signal lines between the 
sT¢A and the . PE Formatter/Controller (F/C). Figure 4-1 groups 
these signals as input, output, and data signals as viewed from the 
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Figure 4-1 CLI-F/C Interface 
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4.2.3.1 Input Lines (STA to F/C) 


c 


These lines are decoded in the F/C to select one of four trans- 
ports. VYape ani ola res s€5 Lie selected ty, See" (ches , a. $Z A SY ou ala ALCCEL 14 dnve 


OwB + yess ehitedl'neg, aS 7S sheseern; 
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These lines are decoded in the F/C to select a4 Herc'gacct commands. 
They are s ct at the train edge of the I16—signal, and remain 
true for the , duration of 1. uaivoseuma The commands are coded as shown in 
Table 4—l. eS 
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Table 4-1 Command Codes 
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MEDIA AND INSTRUCTION FORMATS 


1 5.1 MEDIA FORMAT. 


A detailed description of the media formats for the $S7¢-—MTS 
tapes is not presented here. Detailed information is available in 
the appropriate ANSI specification for the 

. 1600 CPI Phase Encoded (PE), and the 
specification for unrecorded magnetic tape. 


The following figures and tables illustrate the format 
and physical tape layout which the STC-MTS is capable of recording 
and reading. 


5 1.1 1600 CPI PD E Jed (PE) R 3 
Figure 5-1 shows the orientation and layout of the usable re- 
cording area as defined by ANSI for 1600 CPI, PE tapes. 


Figure 5-2 shows the orientation and layout of the recording 
format as defined by ANSI for 9-track and 1600 CPI, PE tapes. 


All phase encoded data blocks contain a preamble, data, and 
postamble. ee | 
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NOTES: 


(1) Photoreflective markers shall not protrude beyond the edge of the ta.e and shall de free of wrinkles anc excessive idhesive. 
Mar<er dirnensions: length, 1:1] inch + 0.2 inch; width, 0.19 inch + 0.02 inch. thickness, 6.0008 inch miamum. 
2) Tage shall not ROE attac ied to the hub. . 


Figure 5-1 Usable Recording Area 
(1600 CPI, PE) 
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Table 5-{ presents the instruction set which can be issued to 
the MPTC. The allowable forms of the Task Word instructions are 
given in subsection 5.2.5. r 


Table 5-{ Instruction Set 


eee GND ORD Gantt TERE OND GENE ND Wek GERD GERD Gu En HERE GEN ED GED ED GD GEES GRD CED GD CHD GER GE CED ND GED GED CRD CH ERD ERD Gn GED GD GED OED CD GD ENS GRD GD AED GID ENS GED Cab GD Gane ee GRR EE GED GH GD GED CE ae Ge oe a ee Oe ee 


: : FUNCTION CODE : : SUBSECTION : ° 
: TYPE : (Hex) : INSTRUCTION : REFERENCE : 

: Output : 09 : IOLD — : 

: | : : Address (09) © B22euad : 

: : ; Range (0D) % Siceles : 

: : ok : Configuration Word A : 5.2.2. “a 

: : vo : Configuration Word B : 5.2.3 : 

: : 03 : Interrupt Control : Deeed : 

: : 07 : Task Word * “S4200 : 

: : O01 : Control Word ¢ 5.52.6 : 

: Input - OC : Range : Deeed 2 

: 7 . 08 : Memory Byte Address >: 35.2.8 : jel 
: : OA : Memory Module Ad- * (aces : — 
: : : dress/QLTI : : od 
; : 10 : Configuration Word A : 5.2.10 : 

: : 12 ; Configuration Word B : 5.2.11 ; 

; : 02 : Interrupt Control - Sweeewe : 

: : 26 : Identification Code 3 262e.5 : 

: : 06 : Task Word :: Seeea4 . 

2 : 18 : Status Word 1 :. Dwlewe : 

: : LA : Status Word 2 $ Oe 2eL0 : 

4 : 04 : Firmware Revision >: 5.2.17 : 

‘ s ® 2 . 

| | 

) | 

| a 

| 

| . 

| , 

_ 

| : 

: ; Any Even Code : Read RWS - Oe2eh8 : 

: | : Any Odd Code : Write RWS 2. Dazed : 
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Sodet I/O Load (TOLD) 


The I/O Load (IOLD) instruction is transformed by the CPU into 
the Output Address and Output Range instructions on the Megabus. 
Each IOLD instruction results in an Output Address instruction fol- 
lowed by an Output Range instruction. 


5.2.1.1 Output Address 


ADDRESS BUS : MODULE NUMBER : CHANNEL NUMBER : 001001: 


~)---------------------- 15- 
DATA BUS ; BYTE ADDRESS 


This instruction loads a 24-bit address into the address 
register associated with the referenced channel (device). The 
address refers to the starting (byte) location in main memory where 
the MPTC commences input or output data transfers. Bits 0 through 7 
of the address bus (module number) are the most significant bits of 
the address. The data bus contains the 16 least significant bits. 
Data transfers to or from memory are normally on a word basis but 
byte mode transfers can occur associated with the first and/or last 
memory cycle of a particular data transfer if the main memory buffer 
(identified by this instruction) begins or ends on an odd byte 
boundary. | 


Bit 17 of the address bus (direction bit of the channel number) 
determines the direction of any subsequent data transfer opera- 
tion. A logical One specifies an output operation (writing on 
media) while a legical Zero specifies an input operation (reading 
from media). = 


5.2.1.2 Output Range 


epee es igeea eee ce ee 23- 

ADDRESS BUS : NOT USED : CHANNEL NUMBER: 001101: 
eee eee eee 15= 
DATA BUS : RANGE : 


COD CED GE Cl Ge Ga @ Com CED te ED Oe CO GE > > Ge o> 
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1S instruction loads the range register associated with the 
referenced channel. The l6—bit quantity loaded (data bus) is the 
number of bytes to be transferred during the data transfer being set 
up. The number is a positive binary quantity (bit 0 must be Zero) 
and is decremented by the MPTC after each memory transfer. 


A range of zero results:-in a subsequently issued read or write 
order setting the operation check bit of Status Word 1 (subsection 
5§.2.14.12), no data transfer, no tape motion initiated, and a 
termination of the order. Any address and range register residue is 
applied to the next command unless reset by another Output Range 
instruction. 


5.2.2 Output Configuration word A 
ea REQUEST CYCLE 


-)--------7 -8-------------1 7-1 8---------23- 


ADDRESS BUS 010001: 


ee 60 680 
ae @8 ¢0 


NOT USED : CHANNEL NUMBER 
: eevee) 


DATA BUS : CONFIGURATION : 
: hho A : 


This instruction loads the Configuration Word A for the device/ 
controller corresponding to the referenced channel. The configura- 
tion word bit significance is illustrated in Table 5-2 and defined 
as follows: 


@® Bit 0 - Recording Mode Select: Must be Zero. 

e Bit 1-7/9 Track Select: Must Be Zero. 

e Bit 2- RFU: This bit is reserved for future use. 

@® Bit 3 - Parity Select: This bit selects either even or odd 


parity for the selected controller/device. The F/C 
interfaces only with 9-track tape drives; therefore, 
the normal setting of this bit is a Zerce selecting. 
odd parity. 


@® Bit 4 - Inhibit ANSI: This mode is used for diagnostic 
| purpose only. 


e Bit 5 = RFU: This bit is reserved for future use. 


@ Bit 6 - Normal/Diagnostic Mode Select: This bit is normally 
set to a Zero indicating that normal functionality 
is selected. .The One state indicates that the 
controller selected is in a diagnostic mode. When 
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lam nee th s7co- ea Lov ret 

: oe This places the 
F/C in the diagnostic state for the Task Word that follows 
the Output Configuration Wordfinstruction. Note that the 
F/C enters the diagnostic state for each Task Word issued 
where the diagnostic mode ‘select bit (bit 6) of the 
Configuration Word is set to a One. The status information, 
available after execution of the Task Word in the diagnostic 
State, has specific meaning to the T&V software. Formatted 
tapes are not necessarily ANSI compatible. 


e Bit 7 - RFU: Reserved for future use. 
Co, é ie 
e Bit 8 = WSS Sse Se Leche Th's At 


a 

PL Z a 
(CUP A 
4 - 625% 


e Bits 9 through 15 - RFU, MBZ: These bits are reserved for 
future use and must be Zero for the subsystem specified. 


5.2.3 Conf; - . 


REQUEST CYCLE 


ADDRESS BUS : NOT USED : CHANNEL NUMBER : 0100141 
: : (DEVICE) : 


Bee hate Ss ee 
DATA BUS : Rev : whi : wem ° EDT ° ERS 8 | ° pew 2 SPB ; 


This instruction loads the Configuration Word B for the device/ 
controller corresponding to the referenced channel. The bit 
Significance is defined below. The command is to be used primarily 
for diagnostic purposes when exercising the Formatter/Controllier and 
device Test & Diagnostic (T&D) procedure. For further information, 
refer to the OVP-supplied T&D procedure. 


_ bets oO 4% home 2. Apa a | aa depute ras dec pee TEE HE bms 


te ee a A - NS = NR Sr CRN 


“EL be _per ay ae bby a se _pracesport 2 i 


TS SLT Se EAT ATT TSERS  SNRT EAL, 


AA 4 (ae setton ¢ __ 4.2. es eae ees ee ee ar 


| beacute prernn sdce oem meauk (b8 ii 5 $ equnintlut) Te Task Word. 
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A 
@ Bits 5 A hers Ewe RFU: sapreige 4 pr fe aa ee5€ en 
4 | ENS VT. Compe YO Ee me l= N&¢C] § CCR 
Lge Oss. Sz if — w ‘fs “19D 4 ODS 


, pane i wae PE swede OP | IM WRY SooR 47 jpeg 
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REQUEST CYCLE 


~0--------7-§--~----~---~-17-18--------- 23- 
ADDRESS BUS : NOT USED ; CHANNEL NUMBER: 000011; a 
| : : (DEVICE) 3: : a 


SRD GD GRD GND GRD CD ORD AED GED GEER CENT GHP Glee GEED GEED GED GID GED CED ERED GED CED CED GED GH GED GR GAD ED GED CD GD GHD CHD GD GR a ON Om we ee 


~0Q-------------- 9-] 0-------15- 


: CHANNEL NUMBER : INTERRUPT : 
(CPU) : LEVEL: 


CR GERD SE GERD ee GHP CHD GED (RED Clee: CER GUS GEED GED GRP GED GED GE GED HD aa Gass GED CEes Gy Geb WES GED a EP 


DATA BUS 


This instruction loads, for the referenced device, the inter- 
rupt level and the channel number of the CPU to which subsequent 
interrupts snould be sent. The level number is a 6—bit quantity 
positioned on the data bus as illustrated above. Bits 0 through 9 
of the data bus contain the channel number of the CPU loading the 
interrupt level. If an interrupt level of zero is loaded, the 
subsystem will not generate or save interrupts for any events that 
occur while the interrupt level is zero. For example, if the 
attention bit in Status Word 1 is set to One with a stored interrupt 
level of zero, the subsystem will not generate an interrupt on the 
bus. The interrupt level is set to zero whenever the subsystem iS 
Inttielized. 
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Table 5-£ Configuration Word A 
Bit Significance 


s Bile 3 MPTC - (F/C) PE : 
0 : O (Must be Zero) : 
: 1  ¢ 1 (Must be Zero) : 
: 2 ¢: RFU | : 
: 3 : Parity Select : 
: : 0 = Odd Parity : 
: : 1 = Even Parity : 
. 1 = Inhibit ANSI : 
: 2 : RFU : 
6 : Normal/Diagnostic Mode Select : 

: 0 = Normal Mode : 


1 = Diagnostic Mode : 
a a ae “ee em © 


eo 08 96 


e 7 
P4 8 ° span : a4 [= a, 
° ——{=— 62 = (at em - ae 
@ : = = ESHOP i Sa oP nn rape ft 
: 9 : RFU - Must be Zero : 

thru . 
= 25 : 
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"REQUEST CYCLE 


ee ee ----17-18------~~-23- 
ADDRESS BUS : NOT USED : CHANNEL NUMBER: 000111: 
ae eee oe 


DATA BUS : COMMAND CODE : AS DEFINED : 


40 80 00 Rewind 
los co 00 Rewind and Unload 
: TS O08 NN Forward Space Block(s) 
a. an 04 $NN Back Space Block(s) — 
a Til 18 00 Forward Space Tape Mark 
re ae 14 00 Back Space Tape Mark ee 
oe ae VG +L. 09 NN Read Forward | ed 
et .— . ZF TY PY — 00 Seaanty Erase Lo EeT a 
ae | : 2 28 00 Erase “Féxned Leugeh 
Gen fy T7 3A 00° Write Tape Mark 
ae ay Ts 2Bs- 00 Write | 
Y 00° 00 No Operation 
00 9A Loop Write-to-Read 
00 9B Execute Diagnostic 
Command 
00 Ad Wraparound MPTC 
~—600 Al . Adapter Wraparound 


where N implies the nibble has 
specific meaning for the command 
(refer to command description). 


This command outputs a Task Word to the referenced cnannel. The 
coding bits 0 through 15, illustrated abcve, represent the ‘ 
operations that are to be performed. When this command is accepted, 
the channel enters the busy state. All configurations, addresses, 
and range information must be loaded prior to execution of this 
command. The direction of data transfer indicated by the low-order 
bit of the most recent Output Address command (see subsection 
5.2.1.1) must agree with the direction of transfer (read or write) 
Specified by the command code of the Output Task Word. If it does 
not, operation check (Status Word 1, bit 11) is set and a normal 
termination of the command without data transfer and tape motion 
results. Commands addressed to a device not in the on-line state 
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§ 2614.12) prior to a normal termination of the order. 
5.2.5.1 Rewind (8000) 


This order rewinds the tape to the BOT marker. The drive 
remains in the busy state until the completion of the rewind opera- 
tion. If the tape on the drive is at BOT when this order is issued, 
tape motion is not initiated and a normal termination of the order 
results. Note that the rewinding of a drive via the rewind button 
on the drive does not put the device in the busy state but activates 
rewinding (Status Word 2, bit 1) which affects the status of the 
Gevice ready and attention bits of Status Word 1 (See subsection 
5.2.14). When the manually initiated rewind is complete, the 
rewinding status condition is reset, device ready changes state, and 
the attention bit is set again. 


5.2.5.2 Rewind and Unload (C000) 


The rewind and unload order causes the addressed tape unit to 
rewind to BOT, remove the tape from the tape path, and rewind it 
completely onto the file reel. 


If the tape on the drive is at BOT when this order is issued, 
only the unload sequence is initiated prior to termination of the 
order. The unload sequence puts the selected tape device into the 
off-line state and extinguishes the on-line indicator. Operator 
intervention is required to place the drive back in the on-line 
state. 


5.2.5.3 Forward Space Block(s) (0O8NN) 


This order causes the drive to space forward over the next n 
blocks. The order terminates when tape is positioned in the nth 
interblock gap. The number of blocks spaced over is a function of 
bits 8 through 15 of the Command Code (see subsection 5.2.5). These 
bits act as a counter with a range of 0 to 255319. Note that a count 
of zero or one results in the Spacing of one block. 


5.2.5.4 Back Space Bliock(s) (04NN) 


This order causes the drive to space back over the previous n 
blocks on tape. The order terminates when the tape is positioned in 
the nth previous interblock gap. 


The number of blocks spaced over is a function of bits 8 
through 15 of the command code (see subsection 5.2.5). These bits 
act aS a counter with a range of 0 to 25539. Note that a count of 
zero or one results in the spacing of one block. If this order is 
issued when the tape is positioned at BOT, tape motion is not 
initiated and the order is terminated; however, the tape's position 
beneath the read/write head will not be the same as that following 
the termination of a rewind operation. In order to place the tape 
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in the proper position beneath the heads following the termination 
of BOT of a reverse direction command (Back Space Block, Tape Mark), 
a Read Forward command followed by a Rewind command is necessary. 
This correction sequence needs to be implemented by software. 


5.2.5.5 Forward Space Tape Mark (1800) 


This order causes the drive to space forward over one or more 
blocks until a tape mark is detected. The order terminates when the 
tape is positioned in the interblock gap following the block 
containing a tape mark. If EOT 1s sensed while spacing, tape motion 
does not stop until a tape mark is detected. This | resultsin the 


drive spacing of anwexdsuntel /f eek of of “veep i ae 
palate Ye aye, Ht gl! fom Ty 1 if Li cial of sae as a's gett * 
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ce Tape Mark (Ls 400 


This order causes the drive to space back over one or more | 
blocks until a tape mark is detected. The order terminates when the 
tape is positioned in the interblock gap preceding the block 
containing the tape mark or when the tape is positioned at BOT. If 
this order is issued when the tape is positioned at BOT, tape motion 
is not initiated and a normal termination of the order follows; _ 
however, the tape's position beneath the read/write head will not be 
the same as that following the termination of a rewind operation. 

In order to place the tape in the proper position beneath the heads 
following the termination of BOT of a reverse direction command 
(Back Space Block, Back Space Tape Mark), a Read Forward command 
followed by a Rewind command is necessary. This correction sequence 
needs to be implemented by software. 


Se 25 07 Read Forward (09NN) 


This order causes the drive to read forward over the next block 
on tape. The order terminates when the tape is positioned in the 
next interblock gap. The format of the data transferred from tape 
to memory is a function of the stored configuration word (see sub- 
section 3.1.3). In addition to reading data, integrity checks are 
made (see subsections 5.2.14 and 5. 2. 15):% 


The s7TC-MTS also provides for the automatic retry of records 
where read errors occur. The retry capability is enabled when caeS 
8 through 15 of the command code (see subsection 5.2.5) are 
non-Zero. This field (bits 8 through 15) acts as a retry counter © 
with a range of 0 to 25519. Upon successful retry, Corrected Media 
Error (Status Word 1, bit 4) and Retry Attempted (Status Word 2, bit 
9) are set in the terminating status. Retryable Media Error (Status 
Word 1, bit 2) is set if the retry mechanism was unsuccess¥ ful or a > 
read error occurred and the retry counter was Zero. — 
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5.2.5.9 Erase (2800). 


This order causes the drive to erase tape in the forward direc- 
tion producing a 4-inch gap on the tape. The device channel remains 
busy for the duration of the erase order and terminates normally. 


5.2.5.10 Write Tape Mark (3A00) 


This order causes the addressed tape unit to move tape in the 
forward direction, execute an Erase, and write a tape mark identi- 
fier appropriate to the recording mode in effect at the time the 
command is issued. No data is transferred during the write portion 
of the command. The channel remains busy for the duration of the 
command. During the entire write operation, the read detection 
Circuitry verifies that a complete erasure has occurred and that the 
tape mark written is correct. The order terminates when the tape is 
positioned in the gap beyond the tape mark block. 


5.2.5.11 Write (28500) 


This order causes the drive to write, in the forward direction, 
a data block of the format specified by the configuration word (see 
subsection 5.2.2) most recently issued to this addressed channel. 


Nondata characters used for synchronization and error checking 
are recorded on tape;the generation of all such characters is an F/C 
function. The block that is written on tape is checked for validity 
as it passes under the read head. 


The order terminates when the tape is positioned in the gap 
beyond the data block written. An attempt to write a data block to 
@€ drive in write-protect (see subsection 5.2.15.3) results in no 
Gata transfer, no tape motion initiated, and the activation of the 
Operation Check bit of Status Word 1 (see subsection 5.2.14.12). 


5.2.5.12 No Operation (0000) 


This order results in no data transfer, no tape motion initiat- 
ed, the normal reset of status word bits upon reception of an Out- 
put Task command, and a normal termination of the order. However, 
this order is NAKed if the channel is busy. It should be noted that 
any status information within the F/C is unaltered by this order. 
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5.255275 Loop Write~-to-Read (009A) 
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esi When. issued to the F/C, the order is translated into the Loop oo 
Write-to-Read command which provides a means of checking the 


read/write data paths inside the F/C for proper operation. A normal 
—— write command is simulated and the F/C loops the information pits 
presented to the write bus back to the read bus and through most of 


the read data path. There is ho tape motion. The loop | 

——  Wwrite-to-read path does not include the tape drive. —_—— 
| All loop write-to-read operations are performed in the recording ~~ 
-—-. mode and data rate of the selected tape unit. a 
— 5.2.5./4 Execute Diagnostic Command (009B) | | ee 
_ For a description of this command, refer to subsection 5.2.2. _—_ 
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on | During Uus test the drive cycles tape in both forward and reverse directions while alternat- 
Ing speed between 25 and 100 ips. The front panel displays the maximum tension arm motion 
sensed during operation. 
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his test enables both supply and takeup servo circuits. scgaseneri both roeb hub. look: 
- Wise and counterclockwise. Press the LOAD switch to activate the high-voltage rai drivers QS and 07 
Qo (Sheet 4 of drawing 360101-314). and current limit the servos to tL ampere. Press the ONLOAD 2. 
switch to deactivate QS and Qo und enable maximum current diniit. 
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This test activates and deactivates the write circuitry to allow troubleshooting of the cir- 
jon the transport. To simulate a 100-1 “Ips data rate. press the LOAD switch. 
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This test performs the same functions as Test 12. except the file-mark circuits are 
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Las 4 s of detaile/status. The status information is stored 
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‘23 detail Status Less are associated with the F/C. To re-, 
trieve the first status #% from the controller, K& Peanege gs Sher 


LL set fo wack ou byte. 
Normal tape operations do not require the inputting of detail 
status since sufficient information is available in Status Words l 


and 2 (see subsections 5.2.14 and 5.2.15). Detail Status informa- 
tion is provided primarily for diagnostic visibility. 


shew: 
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For further information, refer to subsection 4.2.3.1.2 and Table 


CAUTION 


Extended Status retrieves the state of a device after the 
last task. Any state changes during the status command are... 
not indicated or retained. New status conditions are again 
available after initialize, another device state change or 
another functional task command when the Exdexitls/ Status 
command iS no longer active. : 
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5.2.5./5 Wraparound MPTC (00A0) 


The wraparound level is at the MPTC level. Functionality is as 
described in the following paragraphs. The direction of data | 
transfer (read or write) is determined by the low-order bit of the 
channel number of the most recent Output Address command. 


During a Wraparound Write command, the channel reads one to 
eight words from memory (at the address specified in the subsystem's —- 
memory address register) and transfer them to the MPTC FIFO buffer. | 


When a Wraparound Read command is received (immediately | — 
following a Wraparound Write), the bytes previously loaded into the 
specified FIFO buffer by the previous Wraparound Write command are 
returned to main memory at the address specified in the subsystem's = 
memory address register. The bytes returned during this operation 
are the same as the bytes supplied by software in the preceding 
- Wraparound Write command. The range specified for the Wraparound a 
- Write must be the same as the range for the Wraparound Read or the 
results are unpredictable. 


A range of one to eight words must be specified for these 
commands. If a range of zero is selected, the command is mad 
immediately terminated (without being executed and with no status = 
indications). If a range greater than eight words is selected, the A 
results are unpredictable. In any case, the Wraparound Write and ee, 
its associated Wraparound Read must start and end from the same 
memory boundary (byte or word). | 


A Task instruction issued to any other channel during a 
wraparound sequence is ignored. 


nen mR = ene eee ee ee Se ee MO RR en ANNE nee = re -  e me ee RF a ee ee RR EE I RN SE SA NN RE AE RT SONNETS SENN Renee ne clan sem 
: - a RN Me eS ot - ee em 


ee ~ ~_ ome ee ed Sos cal ea Sas, "Sapa cs Sno a al Yah a ee a ~eeenremenens anal amme meh A ee werner enema eri ee I= te ee Sem ae meee nie mee ES tom oe 


-_ a _ -- -_ eae ‘wats - Sa nas a oy fe Ss ~~ cee nee tee ta came ee oe ~ - oo ~ 


ea, 


ry T | PEC. NO. | SHEET | REV. 
HONEYWELL INFORMATION SYSTEMS | | ane 


5.2.5./6 Wraparound $7tA (00A1) 


The wraparound level is at the S/@-A level. Functionality is as 
Gescribed in the following paragraphs. The direction of data 
transfer (read or write) is determined by the low-order bit of the 
channel number of the most recent Output Address command. 


During a Wraparound Write command, the channel reads 16 words 
from memory (at the address specified in the subsystem's memory 
address register) and transfer them to the $S7@-A FIFO buffer. 


When a Wraparound Read command is received (immediately 
following a Wraparound Write), the bytes previously loaded into the 
specified FIFO buffer by the previous Wraparound Write command are 
returned to main memory at the address specified in the subsystem's 
memory address register. The bytes returned during this operation 
are the same as the bytes supplied by software in the preceding 
Wraparound Write command. The range specified for the Wraparound 
Write must be the same as the range for the Wraparound Read or the 
results are unpredictable. 


A range of 16 words must be specified for these commands. If a 
range of zero 1s selected, the command is immediately terminated 
(without being executed and with no status indications). If a range 
other than 16 words is selected, the results are unpredictable. In 
any case, the Wraparound Write and its associated Wraparound Read 
must start and end from the same memory boundary (byte or word). 


A Task instruction issued to any other channel during a 
wraparound sequence is ignored. 


5.2.5./7 Unspecified Operations 


All Output Task commands issued to the MPTC/s7¢-A, other than 
those specified above, will result in unspecified operations. 


id 
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ADDRESS BUS : NOT USED 


DATA BUS : 3 3 RFU 


1 0O = Initialize 
0 1 - Stop I/0 


This instruction loads a control word into the referenced 
channel. This command is unconditionally accepted by the channel 
regardless of its busy status except as noted in subsection 3.1.2. 


5.2.6.1 Initialize 


This command causes the MPTC to reset to the Same state that it 
enters after power up. When an Initialize command is received by 
the MPTC, all of its channels are initialized (regardless of which 
Channel the command was received over). 


Operations in progress in the MPTC at the time of the 
initialization are abruptly terminated and all software addressable 
registers are initialized with the exception of the code conversion 
tables. These tables require a power-on initialize to be affected. 
No information about the terminated operations is retained and no 

interrupts for the operations are generated. The interrupt level 
for all channels is set to zero (interrupts blocked). 
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5.2.6.2 Stop I/O 


This command causes any operation currently active on the 
specified channel to be abruptly terminated. If a data transfer 
operation.is in progress, it is not completed nor is any error 
checking done. An interrupt is generated for the operation 
terminated by this command as if the operation had come to a normal 
ending point. Status, address, and range information, present in 
the MPTC when this command is received, are retained. 


nror.i _=M%nput Range 
REQUEST CYCLE 


| a ee 7 oe ae De en ey 
ADDRESS BUS : NOT USED : CHANNEL NUMBER: 001100: 
‘ : (DEVICE) ¢ ° 
a eee es en 
DATA BUS : CHANNEL NUMBER (CPU) : ------ 
RESPONSE CYCLE 
-)-------- ee 17-18----23- 
ADDRESS BUS : NOT USED : CHANNEL NUMBER (CPU) ; ---<<- . 
ane ee ee eee ee 
DATA BUS : RANGE REGISTERS : 


This instruction causes the current contents of the referenced ~ 
channel's range register to be transferred to the requesting 
channel. 


During the response cycie (second-half read), the MPTC returns 
in bits 8 through 23 of the address bus the same data that was 
received in bits 0 through 15 of the data bus during the instruction 
cycle. After the completion of a read operation, the contents of 
the range register reflects the status of that transfer with respect 
to the physical block read. 
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If the contents is a positive value greater than zero and 
bit 8 of Status Word 1, Unequal Length Check (see subsection 
5.2.14.9) is set to a logical One, the length of the 
physical block is less than the range. 


If the contents is zero and bit 8 of Status Word 1 is equal 
to One, the length of the physical block is greater than the 


Original range. 


If the contents is zero and bit 8 of Status Word 1 he eek 
to Zero, the length of the physical block is equal to the 
Original range. 


ADDRESS BUS 


DATA BUS 


ADDRESS BUS 


DATA BUS 


REQUEST CYCLE 
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: CHANNEL NUMBER (CPU) : ------ : 
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RESPONSE CYCLE 


~)--~----- 7 -§------------------- 17-18----23- 
: NOT USED : CHANNEL NUMBER (CPU) ; --<--- : 
oh Ae ee eee 1s- 
BYTE ADDRESS 


This instruction causes the current contents of the referenced 
Channel's memory byte address to be transferred to the pequesrsng 
Channel. 


During the response cycle (second-half read), the MPTC returns 
in bits 8 through 23 of the address bus the same data that was 
received in bits 0 through 15 of the data bus during the request 
The data bus contains the low-order 16 bits of the 


cycle. 
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memory byte address currently stored for the specified channel in 


the MPTC. 


Note that if a Write command ended at a byte boundary 


(high-order 8 bits of word), the memory address reflects the next 
word (not the low-order 8 bits of. the previous word). 


5.2.9 Input Module add /OLTI Results 


REQUEST CYCLE 


Qe 0 ood > Santee tetentententententetens 17-1 8--------- 23- 

ADDRESS BUS NOT USED CHANNEL NUMBER ; 0012010 
: : (DEVICE) : : 
Sol © Kenlntenstenantianentententeatentententetes 9-1]10———-15- 


DATA BUS : CHANNEL NUMBER 3: seee-= 


pero) : : 


RESPONSE CYCLE 


Sjeeeece ey eee ee fe exeesoas 
ADDRESS BUS : NOT USED : CHANNEL NUMBER (CPU) : -<---- 
Sean enrene nre Te oe 


DATA BUS : OLTI RESULTS : MEMORY MODULE : 


: ADDRESS 
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This instruction causes the current contents of the referenced 
channel's memory moduie address and QLTI register to be transferred 
to the requesting channel. 


During the response cycle (second-half read), the MPTC returns 
in bits 8 through 23 of the address bus the same data that was 
received in bits 0 through 15 of the data bus during the request 
cycle. The data bus contains the high-order 8 bits of the memory 
word address currently stored for the specified channel in the 
MPTC. This command is used for diagnostic purposes only. For the 
OLTI explanation, refer to subsection 8.3.3, Maintainability 


Features. 
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DATA BUS 


ADDRESS BUS 


DATA BUS 


This instruction causes the current contents of the referenced 
channel's configuration word A eegeeres to be transferred to the 
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CHANNEL NUMBER: 010000: 
: (DEVICE) 4 . 


RESPONSE CYCLE 


@ ° 


NOT USED CHANNEL NUMBER (CPU) : -9---- 


ee @e@ e686 


es 
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requesting channel. 


During the response cycle (second-half read), the MPTC returns 


in bits 8 through 23 of the address bus the same data that was 


received in bits 0 through 15 of the data bus during the Ree eneenen 


cycle. 
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REQUEST CYCLE 


ADDRESS BUS : NOT USED : CHANNEL NUMBER : 0100 0 0 
: : (DEVICE) : 


-0--------------- ----- 9-10----15- 


DATA BUS : CHANNEL NUMBER (CPU) : ------ 


RESPONSE CYCLE 
-)-------- 7-§------------------- 17-18----23- 


ADDRESS BUS : NOT USED : CHANNEL NUMBER (CPU) : =----- : 
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This instruction causes the current contents of the referenced 
channel's configuration word B register to be transferred to the 
requesting channel. 


During the response cycle (second-half read), the MPTC returns in 
bits 8 through 23 of the address bus the same data that was received in 
bits 0 through 15 of the data bus during the instruction cycle. 


The bit significance is defined «- Ste Leon er eae 
intended for diagnostic and maintenance purposes. 
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REQUEST CYCLE 


ADDRESS BUS : NOT USED : CHANNEL NUMBER: 000010: 


: ¢ (DEVICE) : 
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DATA BUS : CHANNEL NUMBER : ------ : 
| : (CPU) : : 
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RESPONSE CYCLE 
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ADDRESS BUS : NOT USED : CHANNEL NUMBER (CPU) : ------ : 
ee 9—10—--15- 
DATA BUS CHANNEL NUMBER LEVEL 


LOADED THIS 
REGISTER) 


: (CPU WHICH LAST 


eo 26 08 08 60 
ee @¢0 60 86 88 


This instruction causes the channel's interrupt level to be 
transferred to the requesting channel. The level value is placed on 
data bus bits 10 through 15 (See above) with bit 15 as the least 
Significant bit. This quantity is the value previously received in an 
Output Interrupt Control instruction or a default value of 00. The ~ 
default value is the interrupt level assumed by the channel when 
initialized. Note that the channel number returned in bits 0 through 9 
of the data bus may be different than the channel number of the CPU 
executing this instruction if more than one CPU is attached to the 
Megabus. | 


During the response cycle (second-half read), the MPTC returns in 
bits 8 through 23 of the address bus the same data that was received in 
bits 0 through 15 of the data bus during the request cycle. 
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REQUEST CYCLE 
— Qn an mn 7 = 8 - == 1 7-1 8 == 23- 


: NOT USED : CHANNEL NUMBER: 100110: 
: : (DEVICE) : : 


~)------~-------9-] 0----15- 


: CHANNEL NUMBER : e---=-- : 


RESPONSE CYCLE 
~0-------- 7 -§-----~---- + = 17-18----23- 


NOT USED 
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CHANNEL NUMBER (CPU) : ------ 


2043 23 //00 } PE Stpenncer 


AD¢4 LAE ( SO/IIO 
8 RFU /' 


“Qeee= 7 = 6=seesse= i= i.€.: 205 

: : : 2059 RFU 

> 2016 : WWXY YYZZ : | 205A 75 ips 

: : : 205B LZ. ips 
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device 


on causes the referenced channel to transfer its 
e to the requesting channel. The codes for each 
Oller attached to the MPTC are: 


2016 - Identifies 'PE/GCR tape subsystem 


WW - Identifies controller type attached to 


oO ee ccr 
00 - RFU ao 25 45 
O1 - F/C (GCR/PE drives) | | 2. 
11 a RPO Qi diflel 205 


X =- 0-(9 track) and 1-(7 track) 


= YYY - Identifies tape densities which the 
channel can accommocate: 


100 = 6250.CPI (GCR). 
010 = /600/3200 (PF.) ..- 
001 - 800 CPI (NRZI) 
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Tape Speeds: 


00 - LS/{[CO vf ; 
Ol - Zi) So[JO0 Ef 5. 
10 - 75 ips 

il ~- 125 ips 


During the response cycle (second-half read), the MPTC returns 
in bits 8 through 23 of the address bus the-same data that was 
received in bits 0 eaves 15 of the data bus during the request 
cycle. 


5.2.14 Input Task Word 
| REQUEST CYCLE 

| nner ee ey ee ae 23- 
ADDRESS BUS : NOT USED : CHANNEL NUMBER: 000110: 
: : (DEVICE) $ : 

ee 9-10----15- 

DATA BUS : CHANNEL NUMBER : ------ : 

: (CPU) : : 
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RESPONSE CYCLE 
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ADDRESS BUS : NOT USED 


DATA BUS : TASK WORD 
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This instruction causes the task word of the referenced channel | 


to be transferred to the requesting channel. The task word 
transferred contains the code for the last operation executed by the 
Channel (unless an initialize has occurred). 


During the response cycle (second-half read) the MPTC returns in 
bits 8 through 23 of the address bus the same data that was received 
in bits 0 through 15 of the data bus during the request cycle. 
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ADDRESS BUS : NOT USED : CHANNEL NUMBER : 01100 0 


~)-------------------- 9-10----15- 


DATA BUS : CHANNEL NUMBER (CPU) : ------ 


RESPONSE CYCLE 
-)------=- 7-§------------------- 17-18----23- 


This command causes the referenced channel's Status Word 1] to 
transferred to the requesting channel. 
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During the response cycle (second-half read), the MPTC returns 
in bits 8 through 23 of the address bus the same data that was 
received in bits 0 through 15 of the data bus during the request 
cycle. 


Pad 


5.2.15.1 Device Ready (Bit 0) 


This bit indicates that the device is on-line with the medium 
loaded, is not rewinding, and that no further manual intervention is 
required to place it under program control. This bit is Zero if 
either Status Word 2, bit 0 is a Zero or Status Word 2, bit lis a 
One. Note that a change of state of this bit causes the attention 
bit (bit 1) to be set resulting in an interrupt (if the interrupt 
level is not zero). 


§.2.15.2 Attention (Bit 1) 


This bit indicates that an event has occurred at the device 
which requires software action. This event, moreover, was not 
related to a current task but, rather, was unsolicited. This bit is 
set whenever the device changes its ready condition as a result of a 
nonsoftware initiated command; that is, entering or leaving the 
on-line state, rewinding state, or media loaded state. Attention 
status may occur following a software initiated Stop I/O or 
Initialize command if the device was performing a Rewind or Rewind 
and Unload instruction. 


Whenever the attention bit is set, an interrupt is attempted (if 


the interrupt level is not zero). If a previously initiated 
Operation iS in progress when a device state change is sensed, the 
resultant interrupt (with the attention bit set) serves as 
notification of both the end of the operation and the device state 
change. 


This bit is reset by an Initialize (see subsection 5.2.6.1) or 
Input Status Word 1 command. : 


5.2.15.3 Retryable Media Error (Bit 2) 


This bit indicates that a data error has occurred and is set 
whenever Status Word 2, bits 4, 5, 6 (conditional), or 7 are active. 


This bit is reset by an Initialize or Output Task Word command.- 
5.2.15.4 Subsystem Fault (Bit 3) 


This bit indicates that the MPTC/Src-A has detected a controller 
type fault (F/C or MTU) which cannot be associated with a particular 
tape drive. Software treats this error as if the entire subsystem 
(that is, F/C and its attached tape drives) is down and requires 
Maintenance action. The cause of this fault is indicated in Status 
Word 2, bits 12, 13, and 14. 
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This bit is reset by an Initialize or Output Task Word command. 


5.2-15.5 Corrected Media Error (Bit 4) 


This bit indicates that an error condition was detected on the 
media; however, the data read is not lost. For this subsystem, the 
detected condition indicates that a single track error has been 
corrected during a PE operation, © 


This bit is also set when a read retry by the MPTC‘s7-A was 
successful. 


This bit is reset by an Initialize or Output Task Word command. 
5.2.15.6 Tape Mark (Bit 5) 


This bit indicates that a tape mark has been detected during the 
execution of a Write Tape Mark, Forward Space Tape Mark or a Back 
Space Tape Mark order. This status bit is also active if the block 
encountered during execution of a forward/backspace/read block 
instruction 1s a tape mark. | 


This bit is reset by an Initialize or Output Task Word command. 
5.2.15.7 BOT (Beginning-of-Tape) (Bit 6) 


This bit indicates that the BOT marker is positioned at the BOT 
sensor. A backspace or rewind order issued to a device with its 
tape at BOT results in no tape motion initiated and a normal 
termination of the order. 


5.2.15.8 EOT (End-of-Tape) (Bit 7) 


This bit indicates that the EOT marker is positioned at or has 
passed beyond the EOT sensor. This status bit remains active until 
the EOT marker passes back over the sensor as the result of a tape 
backward motion command (for example, backspace or rewind). The 
State of this status bit has no effect on forward motion commands. 


5-2.-15.9 Unequal Length Check (Bit 8) 


This bit indicates that for the previous read operation, the 
physical block was either greater or less than the value in the 
range register at the beginning of the read operation. If this bit 
is One and there is a residue in the range register, a short block 
was transferred. If this bit is active and the range register 
contents is zero, a long block was transferred. 


This bit is reset by an Initialize or Output Task Word command. 
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10 Nonretryable Error (Bit 9) 


This bit indicates that the soettion of tape under the 
read/write and erase heads is unknown. This bit is set when: 


@ A write order RAW failure’ occurs; that is, the detection of 
magnetic transitions on tape before the start or following 
the completion of a recorded data block, the failure to 
detect magnetic transitions in the area where a data block 
is being written, or the failure to detect a PE 
density identification area on tape when writing a. 

PE tape, respectively (Status Word 2, bit 8 is set). 


@ An erase order RAW failure occurs; that is, the detection of 
magnetic transitions in the area on tape being erased. 


@ During a read order, a split block is detected (a split 
block is a data block in which its beginning and end 
positions cannot be guaranteed because of a detected 
unrecorded area within the block). 


This status bit also becomes active when Status Word 2, bit 15. (Data 
Check Error) is set. , 


This bit is reset by an Initialize or Output Task Word command 
except by Sense Drive Status, NOP and Store Detail Status Tasks. 


5.2.15.11 RFU-MBZ (Bit 10) 


This bit is reserved for future use and must be Zero for the 
subsystem Specified herein. 


§.2.15.12 Operation Check (Bit 11) 
This bit indicates that: 


e A write type order (write, write tape mark, erase) was 
issued to a tape drive in the write protect state (see 
Status Word 2, bit 2). 


® Upon acceptance of an output task word data transfer 
command, the direction of data transfer is not the same as 
that specified by the direction bit of the channel number 
issued by the previous Output Address command. 


® Upon acceptance of an output task word data transfer 
command, the contents of the range register is Zero (write 


only or range is less than 18 on write if ANSI override is 
present). 


e A command was issued to a channel on which the device is in 
the off-line or not ready state. 


This bit is reset by an Initialize or Output Task Word command. 
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5.2.-15.13 Corrected Memory Error (Bit 12) 


This bit indicates that during execution of the previous 
operation, main memory detected and corrected a memory read error. 
The data delivered to the MPTC/S7¢-A was assumed to be correct. 


This bit is reset by an Initialize or Output Task Word command. 
5.2.15.14 Nonexistent Resource Error (Bit 13) 


This bit is set whenever the MPTC/s7C-A attempts a write or read 
request bus cycle and receives a NAK ‘response. Occurrence of this 
condition does not cause a termination of the operation in progress; 
however, it may result in bad data being written on the mediun. 


This bit is reset by an Initialize, Input Status Word 1, or 
Output Task Word command. 


5.2.15.15 Bus Parity Error (Bit 14) 


This bit is set whenever the MPTC/s7-A detects a parity error on 
either byte of the data bus during any output bus cycle (that is, 
odd function code), during a second half memory réad cycle, or when 
@ parity error is detected in bits 0 through 7 of the address bus 
during an Output Address command. Occurrence of this condition does 
not cause a termination of the operation in process; however, it may 
result in bad data being written on the medium. 


This bit also indicates that the nike /EH data bus has 
detected an even parity data byte during a - 
_ . _ Gata transfer. On 
write operations, assertion of this line indicates that the data 
written on tape is incorrect; on read operations, assertion of this 
line indicates either an uncorrectable read error or an internal 
malfunction of the tape read data processing subsystem. 


This bit is reset by an Initialize or (error-free) Input Status 
Word 1 command. 


5.2.15.16 Noncorrectable Memory Error (Bit 15) 

This bit indicates that during execution of the previous 
operation, the main memory detected a memory read error which the 
EDAC algorithm could not correct. The data that was delivered to 
the MPTC/stc-A was incorrect. Occurrence of this condition does not 
cause a ‘termination of the operation in progress; however, it may 
result in bad data being written on the medium. 


This bit is reset by an Initialize or Output Task Word command. 
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REQUEST CYCLE 
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DATA BUS : CHANNEL NUMBER (CPU) : ------ 


RESPONSE CYCLE 
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This instruction causes the referenced channel's Status Word 2 


be transferred to the requesting channel. 
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During the response cycle (second half read), the ae returns in 
bits 8 through 23 of the address bus the same data received in bits 0 
through 15 of the data bus during the instruction cycle. Bits 0 through 
7 of the address bus and the parity bit associated with these bits are 
the same data as received during the instruction cycle. 


5.2.16.1 On-Line (Bit 0) 


This bit indicates that the device is on-line to the subsystem. The 
device can be put into an on-line or off-line condition via the 
on-line/off-line switch on the transport. The transport can also be put 
into off-line status via the Rewind and Unload instruction. 


5.2.16.2 Rewinding (Bit 1) 


This bit indicates that the device is processing a rewind operation, 
either via a command issued by the subsystem or by the rewind switch on 
the transport. This bit is not visible to software when rewinding has 
been initiated by a command because I/O commands issued to a busy 
channel are NAKed. 


5-2.16.3 File in Protect (Bit 2) 


This bit indicates that the device is in write protect; that is, the 
write permit ring iS not in position on the mounted file reel. 


5.2.16.4 Density Select (Bits 3 and 10) 
REY, 


5.2.16.5 Data Service Rate Error (Bit 4) 


This bit indicates'that during a read or write operation, data 
transfer between main memory and the device via the MPTC-C/F did not 
Maintain the rate in demand. Either data was lost on input because of 
failure to keep up with device demands, or data was unavailable on 
output when required by the device. The detection of this error 
condition does not affect the execution of the operation in progress. 


This bit is reset by an Initialize or Output Task Word command. 
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5.2.16.6 Uncorrected Character Error (Bit 5) 


This bit indicates that during a read or write operation, either a 
Vertical Redundancy Check (VRC) error and/or a dropped character error 
was detected. 


® VRC Error _ ~ One or more data characters were detected 
with incorrect vertical parity. Data character parity is odd 
unless bit 3 in the stored configuration word is set (see 
subsection 5.2.2). 


Retryable Media Error (Status Word 1, bit 2) is also set with this 
type error. 


This bit is reset by an Initialize or Output Task Word command. 
5.2.16.7 Single Channel Error (Bit 6) 


This bit indicates that during a write operation for PE, a single 
channel error was detected. During read operations, Single channel 
errors are corrected by the F/C and also set Status Word 1, bit 4. 
During write operations, Single channel errors set bit 2 of Status Word 
1 (Retryable Media Error). The detection of a single channel error does 
not prevent the detection of a multiple channel error in the block. + 

2 


It also causes the setting of Status Word l, 
Die Zs : 


This bit is reset by an Initialize or Output Task Word command. 
59.2.16.8 Multiple Channel Error (Bit 7) 


This bit indicates that a multitrack error has occurred during a PE 
operation which was not correctable by the F/C internally. 


The detection of these error conditions also sets Status Word 1, bit 


This bit is reset by an Initialize or Output Task Word command. 
5.2.16.9 ID Burst Area Error (Bit 8) 


This bit indicates that during a read or write (RAW) operation, an 
error was detected in the ID burst area; that is, the ID burst cannot be 
read or an incompatibility exists in the ID burst area 

_ _ ; —< Nonretryable Error (Status 
Word 1, bit ¥) is also set when this error occurs. : 


This bit is reset by an Initialize or Output Task Word command. 
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5.2.16.10 Retry Attempted (Bit 9) 


This bit is set whenever the MPTC/stc-A attempts a read retry (see 
subsection 5.2.5.7), regardless of whether or not the retry was 
successful. 


This bit is reset by an Initialize or Output Task Word command. 
5.2.16.11 Functionality Not Available (Bit 11) 

This bit indicates that for the subsystem specified herein, the 
Output Task Word - Read Backwards order is not available, or that an 


attempt was made to utilize a feature which was not available. The 
order terminates without tape motion. 


This bit is reset by an Initialize or Output Task Word Command. 
§.2.616.12 Reject (F/C) (Bit 12) 

This bit indicates that the F/C has responded to a command sequence 
from tne MPDC/s; TO-A with wacteommect 45 do A pelienr Cour tit. This 
indicates a serious error in the F/C and also causes the setting of 
Subsystem Fault (Status Word 1, bit 3). 

This bit is reset by an Initialize or Output Task Word command. 
5.2.16.13 ROM Parity Error (F/C) (Bit 13) 


When set, this bit indicates that the control memory portion of the 
svc-A detected a word having incorrect parity. This line points out a 
serious hardware malfunction which should be repaired before attempting 
to use the $s7-¢ again. Subsystem Fault (Status Word 1, bit 3) is also 
set when this error occurs. 


This bit is reset by an Initialize or Output Task Word command. 
5.2.16.14 CLI Parity Error (Bit 14) 

This bit indicates that a parity error has been detected on the CLI 
interface (S77-AgF/C). Occurrence of this condition does not cause a 
termination of the operation in process; however, it may result in bad 
Gata being written on the medium. Subsystem Fault (Status Word 1, bit 
3) is also set as a result of this error. 

This bit is reset by an Initialize or Output Task Word command. 
DeeetOsl5 Data Check Error (Bit 15) { 

This line is asserted by the F/C when any of the following error 


conditions occur. Subsection 5.2.5.13.4 (F/C Status Word 3) describes 
the following errors. 
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@ CRC Error 


@ Write Tape Mark Check 
e Uncorrectable Error 
e Partial Record 


@ Multiple Track Error _ 


-_—— atom 


© End Data Check 
e Velocity Error 


e BOT Reached (This error indicates that a backward command was 
initiated with tape positioned off BOT and BOT was reached 
before the end of the command. ID burst and BOTs are also set.) 


@ Overrun (During read/write operations, the $r¢-A is not able to 
accept/select data fast enough.) 
REQUEST CYCLE 
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The firmware revision level is represented by a hex number; for 
example, 23. 


The GO function code indicates which instruction initiates a command 
cycle in the MPTC (refer to subsection 5.2.5). 


5.2.18 Read/Write MPTC Registers 


The MPTC maintains 32 registers (16 bits per register) for each 
device. The address of each of the various registers in the MPTC is a 
combination of 2 bits of the channel number and the high-order 5 bits of 
the function code used to write into or read from a particular register 
(see Figure 5-3). For example, configuration word A for MPTC device 2 
is MPTC register 48 (hex). 


Function Codes: 

® Configuration Word A = 01000X (X = Read/Write bit) 
® Device Number = 0102 (Z = Direction bit) 

6 Register Number = 0100 1000 = 48 (hex). 


Complete software visibility to the MPTC registers is provided for 
diagnostic purposes. An output bus sequence addressed to one of the 
Gevices causes the information on the data bus (16 bits) to be loaded 
into the device-specific register specified by the device port number 
and the high-order 5 bits of the function code. 


The Output Address command is a special case. When an Output 
Address command is executed (on part 0, for example) MPTC register 08 
(hex) is loaded with the low-order 16 bits of the address. The 
high-order 8 bits of MPTC register OB are loaded with the high-order 8 
bits of the address. 


Any input bus sequence addressed to a device causes the register 
specified by the port number and the high-order 5 bits of the function 
code to be returned to the register via the data bus (during the second 
half read cycle). A detailed register map for each device type is 
available in the MPTC/s7-A manuals. 
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ADDRESS BUS DURING WRITE OR READ BUS SEQUENCE 


CHANNEL NUMBER . _ FUNCTION CODE : 
DIRECTION BIT 
MTC—PE PORT NUMBER A, ! | 


oO . 


ee 


REGISTER ADDRESS 


HEX . , 
DEVICE PORT 0 REGISTERS 
REGISTER (32, 16 BIT REGS) 
ADDRESS 


DEVICE PORT 1 REGISTERS 


‘DEVICE PORT 2 REGISTERS 


DEVICE PORT 3 REGISTERS 


Figure 5-3 MPDC Device Specfic Registers and Addressing 
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PHYSICAL AND LOGICAL STRUCTURE 


6.1 PHYSICAL STRUCTURE 


The A Jack AnxaueeTape Subsystem consists of the MPTC (MPDC plus $s7¢ 
tape firmware) M-board, the $frcawer Tape ctroly-- Adapter (eTc-A), a 
3/4-size D-board, and a 1/4-size. ROS memory D-board. Also included are 
the OVP formatter/controller for: PE formatted tapes and up to four 
tape devices. © 


O0d wdied 


Civeled 


Mechanical 


Dimensions: 15'in. wide by 16 in. long by .062 in. thick 
(M-board) 


Weight: Approximately 28 oz 
Cabling: None 


Cooling: Forced unfiltered air at 125°F maximum temperature 
ambient at 110 CFM z 


Environment 


‘Per HIS Standard BO1.08 = Class 3 (contamination requirements 


are waived) 


Meet all U.L. requirements. 
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6.1.1.3 Electrical 


9 a S Power BO1.08, Groups I, II, iff 


e Power module to share a common chassis with the printed circuit 
boards 


9 NML Power Specification (60131103). 


ion $s S teptcr rece 
Te 7 7% / GE-A and ROS Daughter Boards] 
rape ebb fer 
6.1.2.1 Mechanical 


@ Dimensions: 14.3 in. (36.33 cm) wide by 12 in. (30.48 cm) 
' (combined) long by 0.062 in. (0.157 cm) thick 


@ Weight: Approximately 16 oz (0.454 kg) 
® Cabling: Four 25~-pin connectors to connect between M-board 
and D-boards. ‘Twwv signal cables between the 


D-board and the OVP formatter/controller (F/C) a oN 


a maximum distance of 2 feet({fo fu Laxt overeesport 7 


@® Cooling: Forced, unfiltered air at 125°F (51.79C) maximum 
ambient temperature at 110 CFM (51.9 liters/sec). 


6.1.2.2 Environment 
Same as 6.1.1.2. 
6.1.2.3 Electrical 


Same as 6.1.1.3. 


OVP Formatter/Controlle “YS (Trane Dre 
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® Cabling: 


e Cooling: 


PEC. NO. SHEET REV. 
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Bach tape drive is connected to the F/C with two OVP 
supplied cables having a maximum length of 20 feet. 


Forced air cooling to satisfy operational 
temperature requirements. 


6.1.3.2 Environment* 


The F/C shall withstand the following environmental extremes without 
advers pm ie _— HIS Standards BO1.08 and BO1.100. oLewn 1 


a ef Mepercic ¥/ 


Operational Temperature: 13° (/0%) fo £7TC 
Storage Temperature: -4#0F Yo soe : 
Operating Humidity: 208 (10D) tb (95H) [0 corres) 


Storage Humidity: 


G92 ameak. (noncondensing) 


® 
e 
® 
@ Operating Temperature Gradient: _ 12“C€ per hour 
® 
® 


Meet all UL requirements 


6.1.3.3 Electrical* 


@ Adequate storage unit protection to be provided 


e Primary AC power: 120 Vac (+10%, -15%), Single phase, 60 


Hz (70:5, —0.5) 


220 Vac (+10%, -15%), Single pone 50 
Bz (+0. 5% -0Q. 5) 


240 Vac (+6%, -15%), Single phase, see Hz 


= Poaver dhs pod : 270 re tS, 


Mechanical 


) Dimensions: 


@ Weight: 


® Cabling: 


@ Cooling: 


17-@O in. width 
Z22-P¢ in. depth 
$-75 in. height 


§€Plb (without rack or cables) 


Two Signal cables connect the tape drive to 
the F/C 


Forced air cooling to satisfy operational 
temperature requirements. 


*Pending negotiations with vendor. 
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qerwt.4© Environment* 


hahl withstand the fdllok ing efivironmental 
08 


The tape device 
extremes without adverse\| affects (referente HIS Standards BO 


and BOW.10). 


“Operational , 
Storage ‘emperatire: ~31°F to J49°F 
Operating\ midity | 10% to 90% RH (noncondensing) | 


® ‘Temps rature: 50°F to 100°F 
® 
® 
® Storage Humidity: 5% to 89% RH {noncondensing) 
© 
e 


Operating Temperature Gradient: {/19.8°9F per hour 
Storage Vemperature Gradient: 77°F pez hour 


6;1.4.43 Electrifal*\ 
° - Adequate Storage Mmit protection be provided 


. @| Primary AC power: | 120 Vac (+10%, ~15%)|, single phase, 60. 


Hz (40.5, -0.5) 


220 ie ae O%, -15%) A single 


hase, 50 


440 Vac (+68 -15%), hase, 50 Hz 


(40.5, ~045) 


Thére will be isolation of de gfound and frame gFdéund in the 
tape drive./ The two grounds wNl-be brougMt&_out to the I/0 
conn¢ctor ha ae Ge for external connection at a system level tie 


LZ2~-iInek Magnetic Lape and Reels 


6.1.4.1 Mechanical 


The magnetic tape device provides for the front loading of tape 
media and reels which meet ANSI X3.40 1973. The tape handler wiil 
accept up to 10-1/2-inch diameter supply and takeup reels with a 
tape media capacity of up to 2400 feet; automatic cartridge loading 
and tape threading are accomplished through a power. window. 


6.1.4.2 Environment 


The tape media shall withstand the following environmental 
extremes without adverse affects: 


*Pending negotiations with vendor. 
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BO1.08 Environment: poseeeiae 


@ BO1.10 Environment: Manufacturing, Transportation and 
Installation 


e BO1.14 Data System Standard Unrecorded 1/2-Inch Magnetic 
Tape. 
6.2 LOGICAL STRUCTURE 


Figure 6-1 is a preliminary block diagram of the *%7~-A. Major 
functional units and interfaces are illustrated in the figure. For 
additional detail of the logical structure of the s7“A, refer to the 
MPTC/s7¢~A Product Manual (TBD). 


6.3 TESTABILITY/PRODUCIBILITY 
The product should conform to the manufacturing Testability and 


Producibility Design Rules outlined in the reference documents in 
Subsection 1.1.2. 
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Figure 6-1 $TC¢-A Functional Block Diagram 
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PERFORMANCE 


The performance of the 4 Sfx2xe7 Tape Subsystem is expressed 
in terms of its maximum throughput requirements and the performance 
characteristics of the devices that can be configured to the sub- 
system. Performance characteristics are given in Table 7-l. 


The nominal data throughput of /é 0,000 bytes per second is 
experienced when reading or writing PE -formatted tape at a tape 
speed of /#¥ ips, and 497,000 BS a per second at ZS5ips (refer to 
Table 2-1). 


The MPTC/S7Z'=f, a single LOS subsystem, will accept up to four 
device-specific command sequences, one for each available device. 
Multiple tape rewind operations may be processed concurrently with a 
Single data transfer operation if the power distribution system 
allows. 


Level 6 1/2-Inch Strtauiu/Tape Adapter Subsystems handle related 
tape which satisfy ANSI Standard X3.40-1973, Unrecorded Magnetic. 
Tape for Information Exchange. The tape, having a nominal width of 
1/2 inch and a thickness 1-1/2 millimeters, is normally stored on 
reels in lengths of.2400, 1200, 600, and 300 feet. Reels are 
capable of accepting a write-enable ring which, when removed from 
the reel, prevents the recording system from writing on media 
contained on the reel. 


The Level 6 1/2-Inch Straucug~ Tape Subsystem specified herein is 
capable of recording/reacing tape employing the PE (Phase Encoding) 


rethang wes at Bethe tle [erly ¢. Zest 327 6 ple: eeese Le 2S Mlwceg 
ok Hic bea'g her olessity Has nec PENIS L hi adie CE. 


Be: 
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Table 7-1 1/2-Inch $trcauceu 
Subsystem Performance Characteristics 


ape 


_ .Recording format Mecrastreams I plecves tredtsotey iL 
Method | Phase Encode Phase Encode 
Data Tracks > 8 8 
Parity Track | 
_ Density 1600 bpi 1600/3200 bpi 
Operation Speeds 25 ips 100 ips Zo8 50, - 100 ips 
__ Data Access Time (ins) 40 — 200 40 120 260 
- Reposition Time (ims) 120 780 120 350 780 
‘ Reinstruct Time (ms) | 
~ Read 15 4 15 8 4 
Write : | 12 3. * 12 6 3 
Character Rate 
(character per second) @ (™ 
7 Nasal 


1600 bpi | 40.000 - 160.000 | 40.000 


3200 bpi N/A = N/A N/A 


N/A 160.000 
160,000 N/A 


Compatible with ANSI Standards X3.54-1976 and X3.39-1973 for 
Recorded oth awa Tape for Information Interchange (see subsection 


5.1) at (E92 apé- cule. 
See. Sasa | 


Write PE tapes conform to ANSI standards. 


Resultant recorded PE 


tapes are to be readable on Level 6 PE tape subsystems and foreign 
PE tape subsystems that have the Capability to read ANSI standard PE | 


tape media. 


so Bs Oy Pe Pp eee oF ed ee - i ee tee 


Read PE tapes in conformance with ANSI standards (tapes) which 
have been recorded on Level 6 PE tape subsystems, Series 7/00 PE tape 
subsystems, and/or Level 6 PE tape subsystems. PE tapes which are 
not in conformance with ANSI standards and are readable on HIS or 
foreign PE tape subsystems may or may not be able to be read by the 


Level 6 PE tape subsystem specified herein. 


bah ap Tene $ 


ee The total time required for the operator to 
complete the task of backup fora given disk capucity is given in Tables22 and7-3 These calculations 
are based On a write speed of 100 ips and a rewind speed of 200 ips. Additionally. ] minute is add- 
ed for each tape load function. 


BLOCK SIZE IN BYTES 


a 


DISK SIZE 
MBYTES 


BLOCKk SIZE IN BYTES 


DISK SIZE 
MBYTES 


Table 7-3 Time in Minutes for Various Capacity and Block Size at 3200 bpi 


Tables 7-4 and7-5 show the number of 10.5-inch reels of 1.5-mil (standard 2400-foot) tape required 
to back up a specific disk size. The figures shown include all formatting characters and record gaps. 


BLOCK SIZE IN BYTES 
4096 poe fies fe fe 


DISK SIZE 
“" MBYTES © 


a 


Table 7-4 Number of Reels of Tape for Various Capacity and Block Size at 1600 bpi (2400' Reel) | 


BLOCK SIZE IN BYTES 
Le SIZE 


Tuble 7-5 Number of Reels of Tape for Various Capacity and Block Size at 3200 bpi (2400° Reel) 
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The total number of bytes to be stored in a single reel of tape varies with the 


block size. 


Figure 7-/ will give an idea of the capacity achievable for various block lengths. The chart allows for 
a standard gap size of 0.6 inch and takes into account the preamble and postamble characters re- 
quired for each block of duta recorded in PE format. 
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Figure 7/ Storage Capacity vs Block Size 
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8.1 INTEGRITY | . 


Integrity facilities in the $Tc¢ -MTS subsystem assure that data 
Can be acc urately written and retrieved from media. Data integrity 
is established via error detection facilities built into the data 
formats described in subsection 5.1. All data characters written on 
tape media have a parity bit appended such that when the data is 
Subsequently read, the accuracy of the recovered data is guaranteed 
within the limits specified in subsection 8.4.1.4. 


Error conditions detected at the device adapter subsystem 
(MPTC/srv-A) level are held in status registers of the MPTC (see 
subsections 5.2.14 and 5.2.15) for subsequent inquiry by a higher 
level processor. Hardware/firmware integrity is checked upon 
initialization of the MPTC/s7rc-A subsystem via test routines which 
determine if the subsystem can respond properly to basic. 
input/output commands. 


8.2 SECURITY 


Protection of data on media from being destroyed by unauthoriz- 
ed writing over or erasing is provided at the device level. Means 
for activation of this security, inhibiting any writing to a tape 
device, is by the removal of a write permit ring from a tape reel. 


The detection of a write command issued to a@ protected device is 
reported in Status Word 1, bit 11 (see subsection 5.2.14.12). 
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8.3 MAINTAINABILITY 


B 3.1 Mai aap ier 


The following deSign goals, measured in hours, are specified as 
a minimum to be achieved during the first year after initial ship 
and during the third year after unlimited production is authorized. 


8.3.1.1 Mean Time to Repair (MTTR) 


MTTR represents the average repair time for a service engineer 
to diagnose, isolate, repair or replace, and verify the fix. MTTR 
Goes not include response time, travel time, or idle time at the 
Site waiting for the system or needed spare parts. These MITR times 
are given for each Optimum Replaceable Unit (ORU) that comprises the 
MPTS-GCR subsystem. 


ORU First Year Third Year 
Medium Performance Tape Controller 1.0 hr 0.75 BE 
Stasi Tate Corctrelley- — Adapter . 1.0 hr 0.75 hr 
OVP Formatter/Controller & Tope DAVE $75 hr \-s@ hr 


8.3.1.2 Maximum Time to Repair (XTTR) 


This represents the time in which 90% of all repairs are made. 
XTTR is given for each ORU that makes up the GCR-MTS subsysten. 


ORU First Year Third Year 
Medium Performance Tape Controller 2.0 hr ( per aes ob 3 
Straus OX Coctreley — Adapter 2.0 hr 5 See oh 
OVP OER inp ent aes eg ren yes ber jg her 


8.3.1.3 Diagnostic Facility Localization 
Effectiveness (DFLE) 


This represents the probability that a hard failure will be 
localized to an ORU. The DFLE given takes into consideration the 
comprehensiveness, the resclution, and the accuracy of the diag- 
nostic facility provided. 


ORU First Year Third Year 
Medium Performance Tape Controller 80% 9C% 
Strttierud~ Texpt Cou trolly -AGapter . 80% 90% 
OVP Formatter/Controlier % Tope Drew F%x 908% 
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8.3.1.4 Mean Time Between Preventive 
Maintenance (MTBPM) 


This goal, the period between required or recommended preven- 
tive maintenance (PM), is given for each ORU. 


ORU MTBPM 
Medium Performance Tape Controller No PM 
Struner Tap Gu¥rolle;-— Adapter | No PM 
OVP Formatter/Controller | No PM 
Run Diagnostics Monthly 
Check Fans and dc Voltages Quarterly 
OVP Magnetic Tape Device Every 8 hours for 


principal tape path 
cleaning; weekly for 
remaining tape path 
cleaning 


8.3.1.5 Mean Time to Perform Preventive Maintenance (MTTPM) 


This goal applies to the OVP tape drives and is not more than 
four hours per year per device. 


The maintenance strategy for the s7¢ -MTS subsystem is in accord 
with the governing EPS-1 specification on the Level 6 System. The 
subsystem shall be partitioned into ORUs which can be effectively 
Giagnosed for a faulty condition via a combination of firmware 
controlled tests, software tests, and visual indicators. Available 
diagnostic aids to be provided are to be executable by the customer 
as well aS a service engineer. Simple repairs, such as the. 
replacement of a defective ORU with an operational one, should be 
carried out by trained. customer personnel or a service engineer. 


The Optimum Replaceable Units (ORUs) tortie Subsystem are: 
2 MPTC 
@ Stan Teme loutvllaadapter ($7¢-A) 


e OVP een eee (F/C) subassemb] 227.9% Neguckce 
Tae bine Fe 


HONEYWELL CONFIDENTIAL & PROPRIETARY 


ao 


Ne 


Honeyw 3 


BEC. NO. SHEET Zz ap Ff 


Isolation of a failure to an ORU is achieved via a two-step © 
procedure. The first step is a hardware verification routine called 
a Quick Logic Test (QLT). This test supplies a go, no-go visual 
identification of an MPTC hardware failure. Its purpose is to 
verify basic data paths such that appropriate ORU test and veri- 
fication routines can be loaded and run. The QLT is restricted to 
verifing the MPTC board and the associated adapter. Successful 
completion of the QLT does not imply that the MPTC is free of faults 
but indicates that the subsystem can be responsive to commands 
issued to it. 


The QLT is invoked in the MPTC in response to a Master Clear on 
the Megabus or an Initialize command (Output Control Word). 


Results of the QLT appear as a visual indication on the control 
panel and on the front edge of the MPTC board. The indicator lights 


Guring execution of the QLT and goes off only if the QLT completes 
successfully. | 


Some specific function codes useful in troubleshooting hardware — 
and firmware failures are as follows. 


@ Function code 04 (addressed to any active port) returns: 


: FIRMWARE REV : GO FUNCTION CODE : EXAMPLE: 23.XX 


e Function code OA (addressed to any active port) returns: 


: QLTTI. $ REF Seed EXAMPLE: FFXX 


where QLTI = Quick Logic Test Indicators 


During the initialization sequence, the QLTI ioceeien ls used as 
follows: 


® Set to FF on initialize. 

® Set to 00 if any basic MPTC subtest fails. 

2 Set to FF if all basic MPTC subtests pass. 

2 Bits 4 through 7 are reset as a block if the Megabus QLT, 
executed prior to completion of an (first) input function 


code, fails. 


e. 
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. Bits 0 through 3 are selectively reset by CAI-Adapter QLT 
sequences when tests fail. Bit numbers correspond to port 
numbers. 


If at the end of both QLTs (MPTC and 4c-\A) the QLTI register is 
FF, the indicator light on the front edge of the MPTC board is 
turned off. Conversely, if the QLTI register is other than FF, the 
light remains on. 


Examples of some QLTI contents and their interpretations are: 


® FF = All QLTs were successful 

® 00 = Basic MPTC (ALU, SPM, etc.) QLT failed 
e FO = Megabus QLT failed in one or more ports 
® AF = Failure detected in ports l and 3 


Software isolation test routines verify all the MPTC, $s7c-A 
operational aspects of the MPTC and isolate failures to the attach- 
ed tape controller, F/C, or device. Operator interface with these 
routines is via the CPU control panel or a TTY compatible console. 
These routines cannot share the system with other programs. Diag- 
nostic functionality has been included in the subsystem to support . ee 
software diagnostic routines (see subsection 5.2.2). -. 


The designated sTc-A and MPTC are easily removable and replace- 
able; only.a screwdriver is required. System power must be off to 
remove an MPTC or $7-A. Removal and replacement philosophy for the 
attached tape controller (F/C) and the tape devices are defined by 
FED. T&V's can be used as an aid in identifying failed ORUs in the 
F/C or in the tape devices. Power for the F/C and the tape units is 
independent of system power, thus enabling powering down and 
replacement of failed devices without affecting system operation 
except where the specific devices in question are involved. 


A test procedure for isolating faults to the MPTC,sT<-A, or 
controller/device is supplied to support the QLT and thesrv-A T&V 
routines. This test procedure is for execution by nontechnical, 
trained, customer personnelg field engineering personnel. | 

» Note that T&V programs have access to all device diagnos- 
tic features and data. The instructions available to do this are. 
not necessarily available for normal programming use. 


8.4 RELIABILITY 
“* sate his Pare 
8.4.1.1 Product Life 


Product life is defined as the period of time within which the 
equipment performs within established reliability goals. 
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PEC. NO. SHEET 
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Product Life 


Medium Performance Tape Controller 10 years 
Group Coded Recording Adapter 10 years 
OVP Formatter/Controller «% 5 years* 


Magnetic Tape Device 
8.4.1.2 Unit Power-On 


For purposes of specifying reliability goals, the unit power-on 
is specified to be 500 hours per month. The unit power-on time of a 
component is also expressed in usage hours of the component (See 
subsection 8.4.1.6). 


8.4.1.3 Duty Factor 


The duty factor of the MPTC/S7¢- A subsystem electronics is 100% 
of the power-on time. The duty factor of the mechanical hardware 
(that is, moving parts) of the transport iS approximately 25% of the 
power-on time. 


8.4.1.4 Data Error Rate Requirements 


The error rate goals for the following three categories are: 


Category of Error 
Detected write error 1x 107 
Detected recoverable read error 1 x 10 
Detected unrecoverable read error a x 10 


A detected unrecoverable read error condition is an error which 
remains after ten attempts to read the record in which the error is 
located. 


8.4.1.5 Mean Time Between Failures (MTBF) 
MTBF is expressed in power-on hours of the component or ORU and 


1s concerned only with hardware failures. It is a minimum to be 
achieved. 


ORU First Year Third Year 
Medium Performance Tape Controller 50,000 hr 60,000 hr 
Streesuar Tae Louctoller — Adapter 90,000 hr 120,000 hr 
OVP Formatter/Controlier $280 hr S ,€7¢ hr 


w4¥y Magnetic Tape Device 


*Three more years after refurbishment. 
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8.4.1.6 Mean Time Between Calls (MTBC) 


MTBC is expressed in usage hours of the component or ORU between 
unscheduled or scheduled demand ar emergency calls caused by 
hardware, operator, or media malfunctions which cannot be cor- 
rected by the operator or required installation of FCOs (Field 
Change Orders). A "call" is a visit to the customer site by a field 
engineer. MTBC does not include calls for preventive maintenance. 


ORU First Year Third Year 
Medium Performance Tape Controller 40,000 hr 50,000 hr 
Group Coded Recording Adapter 70,000 hr 90,000 hr 
OVP Formatter/Controller _ .2,500 hr 2,500 hr 


wit, Magnetic Tape Device - 
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CONF IGURABILITY 


a 9.1 GENERAL 


Configurability requirements, restrictions, options, etc. for a 
PH tape subsystem are described in this section. Figure 9-1 
identifies the basic configurational units of the subsystem and - 
their interfaces. The following paragraphs specify configurational 
characteristics of relevant units. Performance parameters, 
instructions, and interfaces are described in earlier sections. 


9.2 MPTC (MPDC Plus Sfeuw,Firmware) 


| Specific configurational limitations of the MPDC can be found in 
the MPDC EPS-1. In general, the or sOwrnS points are pertinent to 
an $fc-MTS Subsystem: | 


@ The MPTC functionsat any NML Bus position. However, 
because of the burst transfer mode of operation of the MPTC 
and its data buffering, the MPTC is normally placed at the 
lower priority end of the bus but with @ hicner priority 
than the CP. 


@ Multiple MPTCs may be configured for a particular NML system 
(but may be limited by system throughput capabilities). 


@ No modifications to the basic MPDC are necessary for the 
support of ans/i¢@-A. However, a new firmware load makes the 
MPDC into an MPTC. 


e The MPTC can support one adapter. Refer to the MPDC EPS-1l 
for descriptions of attachable adapters. 


. 
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r The high-order seven bits of the subsystem channel numbers 
are assigned at system installation by the setting of 
switches on the MPTC (refer to subsection 3.1). 


The following configuration rules apply: 
® The maximum number of drives in the tape subsystem is four. 


@ The agit a Nes (F/C) can handle up to four Ca a : 
kicrostreaumn I x it drives. ; 


9.3 Stremmen Tape Coxtrolley- — — ADAPTER ($7¢-A) 


- The peasy points are pertinent to ibe attachment of the 
SH ocone vey lapse. Crithrt lee Adapter: 


® The ¢i7-A attaches to the MPTC via the Controller Adapter 
Interface. This interface is described in the MPDC EPS-l. 


® The s7z-A supports ,» tape controllers. 


e The orca Supports any of the configurations described with 
no hardware or firmware modifications. 


e Device numbers (bits 7 and 8 of the channel number, see 7 
Figure 3-1) are esaeees based on the position of the device 
. on the DLI. 


11 ) wer tt, Mageectie Tape Paice — 


r) The F/C attaches to the $7¢-A via the CLI- F/C interface 
defined in Section IV 


® Up to four _PE tape drives may be attached to the $7<-A. 


9.4 OTHER CONFIGURATION CONSIDERATIONS 


Availability parameters identified in Section VIII assume sup- 
port by a Level 6 Operating System. 


9.5 SAMPLE CONFIGURATIONS 


Pigure 9-¥ shows a typical Level 6 application with ap Hf PE 
tape drives attached. | Beep 
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LEVEL 6 MEGABUS 


STC MAGNETIC TAPE 


SUBSYSTEM 
MEDIUM PERFORMANCE 
TAPE CONTROLLER (MPTC) 
ST REA MIER TAPE 
LOM TROUEK 
ADAPTER 


nat inet a 


RE TAPE DRIVES 


NOTE: SEE SECTION 1X FOR CONFIGURATION RULES. 
T- Tihatiy ATER 


Figure 9-1 s7¢ Magnetic Tape Subsystem Configurational Units 


‘as. 
i) e, 


HWARNEVIAIET) FARECIMCAITIAT ©. DO ADDIE A mv 


Honeywell 


HONEYWELL INFORMATION SYSTEMS| 


VA 
(4 cm 


Lal 


fiber 9 eee ape wal ies | 


HONEYWELL CONFIDENTIAL & PROPRIETARY 


oO 
ru 


1a” 


OG inf 


‘7 


ee a a as ee ee 


_—— aw we —o — ~~ weme 


we ee ee ee ee 


Oe le 


~~ we 


seat —_ 


— = ee 


= ow oe — me on 


-—— ~— we — om — 


te a 


tate a — = —_ ama ~~ = 


ae of - je ne 


DFS-6 PERTEC FSita@@® ADAPTER STATUS BIT DEFINITIONS RECEIVED 


TREND CURD GORD EReD cmnee WHEE CUED CUEEE GERD CURED UETER CURED ENDURE CEtEE GERD OOREY GEERE areme e0euR =Etem arene qed ere eee 


DEVICE READY 
ATTENTION 


RETRYABLE MEDIA ERROR 


SUBSYSTEM FAULT} 7«.¢/ 


CORRECTED MELIA ERACK 
TAFE MARE DETECTED 
BOT 

eo 


UNEGUAL LENGTH CHECK 


NONRETARYARBLE ERROR 


Bees MZ 
OPERATION CHECE 


CORRECTED MEMORY ERROR 
NONEXIST RESOURCE ERR 


BUS -FARITY ERROR —- - 


UNCORRECTEO MEMORY -ERA 
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STATUS WORD 1 SEP 0 4 1987 
DEFINITION R.P. BHATIA 


~Formatter | Interface Signal IREY«..<°- 
~Tape Drive went from ONLINE to OFFLINE. 

or visa versa 
—-Unsolicited Hard Error (IHER) 

~Rate Error (overrun/underrun) 

-Range + 16 on Wraparound Commands 
—-Corrected Error (ICER) on Forward Write 
~Failure in Adapter Clear Logic 

—~Adapter Farity Error 

—-Formatter Interface signal ISGL 

—-Timeout (no response from Formatter after 
command sent) 

—Formatter still busy after Clear Command 
—Formatter still in Rewind State after Clear 
—-Formatter not ready (IRDY) after Clear Command 
—Corrected Error (ICER) on Read Command 
—~Formatter Interface signal IFME 
—-Formatter Interface signal ILIOIF 


_-Formatter Interface signal IEOT. 


—No File Mark fcund for a zero range Read Cme 

—-4 File Mark or Hard Error terminated Read Cmd 

-Range given in LS IOLD cmd is less than actual 
amount read from tape drive 

—-Elank Tape 

—~Reverse Command given at BOT 

~Backspace Cammand given at BOT 

-~Reserved for Future Use 

—~Formatter Interface signal ISGL 

~Corrected Error (ICER) and Adapter Farity Err 
—-Command other than Device Clear or Load aa ver 
while Tape Drive is OFFLINE 
—“Write Cammand given with File Frotect (IFFT) 
“Write Command givan with ANSI-INHIBIT bit of 
Configuration Word A set 

—“Weite Command given with zero range 

-Werite Command given with no previous IOLD 
—~Formatter does not go ousy after command sent 

~Adapter does not pass data read trom Formatter 

—~Write cmd terminated by Formatter betore Jast > 
word written by adapter 

~Pirremature termination of cmd by Formatter 

—Yariable Erase Command sent with zero range... 
~Var Erase Command sent with no previous IOLO 

—-Megabus Yellow Indicator 

-Megabus Cycle was NAK‘’d 


—Megabus Farity Error. pee 


~Megabus Red Indicator 
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DUPS-6 FPERTEC FSi@@® ADAPTER STATUS BIT DEFINITIONS 


es CME SEN GENE Shaws GRE teEDe GAN TER GREED eee COONRT HES CADE come vaiteRSD GRE HEREY Gets GRO eine: SED aa ange 


ON-LINE © 


REWINDING 

FILE IN PROTECT 

HIGH SPEED 

DATA SERVICE RATE ERR 
UNCORRECTABLE CHAR ERR 
SINGLE CHANNEL ERROR 
MULTIPLE CHANNEL ERROR 
TQ) BURST AREA ERROR 
RETRY ATTEMPTED 

NO DATA TIMEQUT.. 


FUNCT IONALTY NOT AVAIL 
REJECT 


+ ee mee ee se wre necro ~ 


ROM FARITY ERROR 
CLI FARITY ERROR 
DATA CHECK ERROR 


HONEYWELL 


Ce ee ee ee ee ee ee ee ee ee 


RNR + EER CTI | ROR  -- alk nape nme See ane 
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STATUS WORD 2 


DEFINITION 
Interface signal IOQNL 

Interface signal IRW. 

—Formatter Interface signal IFFT 

—Formatter Interface signal ISFEED 

—~Rate Error (Overrun/Underrun) 

—Unused 

—-Formatter Interface signal 

—Formatter Interface signal 
—Unused 

-At least one retry was attempted 

-~KRiank Tape 

—-Reverse Command given at HOT 

-Hackspace Command given at BOT 

—-Unused 

—Failure in Adapter Clear Logic 

—-Timeout (no response from Formatter after 
command sent) 
~Formatter still 
—-Formatter still 


-Formatter. 
—-Formatter 


[CER 
THER 


busy after Clear Command 
in Rewind State after Clear _. 


-Formatter not ready (IRDY) after Clear Command 
—-Unused 

—“Acgabpter Farity. error 

~Unused 


A re on a NRRIR: e pete eae fi pooes 


a FORMATTER INTERFACE SIGNAL DEFINITIONS 


- This is a level which is true only when the unit is ready to receive 
commands eproasn the interface lines. a 


= This signal is low when a file mark is read from ae ae 


LOF ~ This level goes true when “he unit is ‘ends ane ane is ener at 
BOT. This signal goes false after the BOT marker moves forward 
passing the BOT detector. 


ee P. —- This signal is set low when the EOT marker is detected during a 
forward motion and reset when the EQT marker is detected during a 
reverse motion. 


SU ks -~ This signal is used to report that the selected drive is 
maifunctioning. 


‘CER - This signal is set Tow by a single track dropout during a read or 
read-after-write operation. ICER in a read-after-write operation 
imdicates that the record should be rewritten. 


HER —- The IHER signal is set low if a read error is detected by the 
formatter. All error information 185 reported to the controller before 
ICEY goes false. ITIHER is set by one of the following: 
(1) More than one channel dropout. 
(2) Farity error without any channel dropout indication. 
(3) A false postamble is detected. 
dr (4) Attempting to read an NRZI or GCR tape. 
i (iH) Attempting to read a Blank tape. 


PRT - This level goes true when the write enable ring is removed from the 
supply reel of the selected drive and remains true until tape is 
unloaded. 


ONL -~ This is a level which 18 low when the unit is in the On-line mode. 


RWE - This is a level which is true when the drive is engaged in any rewind 
operation. A true IRWD causes IRDY to go false. 


SFEED ~- This signal indicates operating tape speeds of the selected drive. 
When true, the signal indicates operation in the high speed mode (2.54 
m/s [14@® ips] if 63 comm C1604 cp1j is selected, 1.27 m/s [30 ipsi if 
126 comm C3200 cpij is selected); when tee the signal indicates 
operation in the low Seno mode (a. 6335 m/s C25 ipsJ] if 63 cpmm [1460 
cpoijis selected. | 


Signal definitions are from "F51@@@ Series Formatted Tape Urive Product 
ppecification"” , copywrite 1994 Pertec Feripherals Corporation. \ 
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1.0 INTRODUCTION 


This specification provides a physical description, functional description, and 
specifications for the Pertec Peripherals Corporation (PPC™) Model FS1000 Series 
Formatted Magnetic Tape Drives. 


The FS1000 is a formatted tape drive designed to record data on and read data from 12.7 
mm (0.5 inch) magnetic tape in both a streaming mode of operation (not stopping between 
data blocks), and in the standard incremental mode (fast start and fast stop between data 
blocks). The unit is horizontally slide mounted with front panel access to the tape, and 
features automatic loading of standard 177.8 mm (7 inch), 215.9 mm (8.5 inch), and 266.7 
mm (10.5 inch) diameter reels. 


NOTE 


PPC reserves the right to make changes to this document 
without notice and all parameters Speed in the 
document are subject to change. 
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2.0 APPLICABLE DOCUMENTS 


ANSI X3.39-1973 — Recorded Magnetic Tape for Information Interchange (1600 cpi, Phase 
Encoded) | 


ANSI X3.40-1976 — Unrecorded Magnetic Tape for Information Interchange (9-track, 200 
and 800 cpi, NRZ!I, 1600 cpi, Phase Encoded) 
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3.0 PHYSICAL DESCRIPTION OF EQUIPMENT 


The FS1000 is designed for slide mounting in a standard EIA rack with the tape reels ina 
_ horizontal position. The front bezel contains a covered opening for insertion of the tape 
reel. All operator controls and indicators are located on the front panel. An air inlet is at the 
front of the unit. Two doors in the top of the unit provide access to the tape area. Interface 
cable connections and air exhaust are via the rear panel. All access doors on the drive are 
equipped with interlocks that prevent tape motion when the doors are open. The interlocks 
can be defeated, when necessary, to service the equipment. 


_ 3.1 PHYSICAL DIMENSIONS 


The FS1000 drive dimensions are shown in Figure 3-1. The unit mounts in a standard EIA 
equipment rack, 482.6 mm (19 inches) wide, using the mounting hole pattern illustrated in 
Figure 3-2. A standard vertical panel opening of 222.25 mm (8.75 inches) is required. A 
Cipher-compatible mounting bracket, available as an option, is shown in Figure 3-3. 
Access to the drive is shown in Figure 3-4. 


3.2 WEIGHT 
e 50 kg (110 Ibs) maximum 


3.3 COLORS 
Standard front bezel component colors are as follows: 
e Bezel — Black/White 
e Front Door — Smoked Bronze 
e Control Panel — Black background with white lettering 


3.4 LOGO PROVISION 


The front bezel contains an area for installation of a logo. The FS1000 front bezel is 
provided in two versions. One contains a standard PPC logo in this space, the other 
version has the space blank for installation of a private label. 
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EIA MOUNTING a 
SURFACE 
63.5 mm 558.8 mm 12.7 + 0.762 mm 
(2.50 INCHES) (22.00 INCHES) | 


421.64 + 0.762 mm 
(16.60 + 0.03 INCHES) 
CHASSIS 


477.22 + 1.54 mm 
(18.788 + 0.06 INCHES) 


442.976 + 0.762 mm 
(17.44 + 0.03 INCHES} 


BASE 
17.120 mm 
(0.674 INCH) 
110 74 mm CABLE AND AIR 
(4 36 INCHES) TOP COVER EXIT REGION 
DOOR CLEARANCE a = ) ite! 
BEZEL 
. 220.624 + 1.143 mm 
(8.686 + 0.045 INCHES) 
AIR INLET 
SLIDE CHASSIS 3510 


Figure 3-1. Physical Dimensions 
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SEE DETAIL A 


LOCATION) 


15.494 + 6.883 mm 
(0.610 + 0.271 INCH) 
(WHEN PANEL OPENING IS 
483.387 mm (19.031 INCHES) 


—0.279 +2.006 mm 
(—0.011 +0.079 INCH) (WHEN 
UNIT ABOVE IS AT NOMINAL 


222.25 mm 
(8.75 INCHES) MINIMUM PANEL 
OPENING 


it 


81.686 + 1.143 mm 
(3.216 + 0.045 INCHES) 


ES SS i A TS | 


81.686 mm 
(3.216 INCHES) REF 

28.575 mm 
(1.125 INCHES) 


12.7 mm 
(0.50 INCH) REF 


15.875 mm 
(0.625 INCH) REF 


15.875 mm 
(0.625 INCH) REF 


DETAIL A 3509 


Figure 3-2. EIA Mounting Holes 


8.89 mm . 
(0.35 inch) 
2 PLACES 
6.985 mm 
(0.275 inch) 10.16 mm 
3 PLACES (4.00 inches) 


(0.590 inch) t 
50.8 mm 2 PLACES 
(2.00 inches) | 


(0.390 inch) 


(1.020 inches) 


16.256 mm 
(0.64 inch) 
NOTE: 
1. THESE BRACKETS ARE USED ONLY IF DIRECT COMPATIBILITY WITH 
CIPHER MOUNTING IS REQUIRED. 3607 


Figure 3-3. Cipher-Compatible Mounting Adapter Bracket 


Product Specification for Document No. 81607 
FS1000 Tape Drive 6 (8/84) 


TAPE PATH ACCESS 
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Figure 3-4. Access to Tape Drive 
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4.00 FUNCTIONAL CHARACTERISTICS 
The FS1000 formatted tape drive has operating speeds of 0.63 m/s (25 ips), 1.27 m/s (50 ips), 


and 2.54 m/s (100 ips) and accelerates to and decelerates from these speeds at linear ramp 
times sufficient to achieve the specified access times. Upon stopping, the FS1000 
reverses its direction and positions the tape such that, when commanded, the tape can be 
accelerated in the forward direction and still develop an ANSI minimum Interblock Gap 
(IBG). To eliminate a loss of time required to reposition the tape, the unit accepts 
commands within the IBG during a specified re-instruct time. Commands received after 
the re-instruct time must wait for completion of the repositioning cycle and a forward 
acceleration before the command can be executed. Tape motion continues at normal 
velocity if commands are received during the re-instruct time. 


If a command is not received before the unit completes the repositioning operation, the 
unit will remain stopped until the next command is received. When a command is received 
while the unit is stopped, the unit accelerates to attain normal tape velocity and the 
command is executed. 


Figure 4-1 illustrates the command re-instruct time and the acceleration and deceleration of 
the tape. Size of the IBG is selectable via the FUNCTION SELECT switch on the control 
panel, or the controller interface. 

4.1 MECHANICAL AND ELECTRICAL SPECIFICATIONS 

Mechanical and electrical specifications are listed in Table 4-1. 


4.2 ELECTRICAL SAFETY 


4.2.1 INTERLOCKS Can 


The front and top doors are equipped with interlocks that stop tape motion when the doors 
are opened. The interlocks can be overridden by function code when necessary, to allow 
service access with the equipment in operation. 


4.2.2 FAULT SENSING | 

The unit incorporates a set of power-up diagnostic subroutines that monitor power supply 
outputs and the condition of other critical circuits. Detected fault conditions are displayed 
on the operator panel. Refer to Paragraphs 5.5 and 6.0 for additional details. 3 
4.2.3 POWER FAILURE PROTECTION 

— The unit is designed to prevent electrical damage when power is removed. All electrical 
input lines, except safety ground, are opened when the power switch is in the off state. 

4.3 POWER SOURCE DISTURBANCES 

The tape drive is designed to withstand the following power source disturbances without 
damage. 

4.3.1 VOLTAGE SURGE | 

A maximum of 150 percent above the nominal RMS voltage, recovering to 30 percent in 11 
milliseconds, 20 percent in 50 milliseconds, and 10 percent in 3 seconds. 

4.3.2 VOLTAGE SAG 


A maximum of 100 percent below the nominal RMS voltage, recovering to 50 percent in 11 
milliseconds, 30 percent in 50 milliseconds, and 10 percent in 0.5 second. 


ee 
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TIME 


NOMINAL 
FORWARD 
VELOCITY mo 


ACCELERATE ° 
FORWARD 


DECELERATE 
REVERSE ‘“ 


D 


NOTES: 


1. COMMAND REINSTRUCT TIME (A TO B): TAPE 
MOTION CONTINUES AT THE NOMINAL VELOCITY IF 
A COMMAND IS RECEIVED BETWEEN A AND B. IF A 
COMMAND ARRIVES AFTER THE END OF THE 
REINSTRUCT TIME (B), THERE IS A COMMAND 
OVERRUN, AND THE TAPE UNIT AUTOMATICALLY 
GOES THROUGH A REPOSITIONING CYCLE. 


2. REPOSITIONING TIME (B TOC TOD TO €): IFA 
COMMAND HAS NOT BEEN RECEIVED BY THE TIME 
THE TAPE UNIT REACHES THE STOPPED STATE (E), THE 
TAPE REMAINS STOPPED ANDO AWAITS THE NEXT 
COMMAND. 


INTERBLOCK GAP 


COMMAND 
REINSTRUCT 


(IBG) 


FIRST 


DATA 
BYTE 
"\, 
\, 
\, 
‘, 
Ne = DECELERATE 
\. FORWARD 
\, 
‘, 
MN; 
S, 
~ 
7 
4 
7 
7 
M4 
7 
3 x ACCELERATE 
cv REVERSE 
4 
4 
wa 
4 
7 
y LEGEND 
7 


3. ACCESS TIME (E TO A TO F): WHEN A COMMAND IS 
RECEIVED WHILE THE TAPE UNIT IS IN THE STOPPED 
STATE, IT ACCELERATES FORWARD FROM E TO ATTAIN 
NOMINAL VELOCITY AND EXECUTES THE COMMAND. 
(ACCESS TIME IS THE TIME BETWEEN THE STOPPED 
STATE AND THE POINT AT WHICH IDBY IS SET TRUE 
(LOW). 


Figure 4-1. Reinstruct, Positioning and Repositioning 
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Table 4-1 
Mechanical and Electrical Specifications 


Tape Tension , 2.502N +0.278N (9 ounces £ 1 ounce) 


Tape (computer grade) Conforming to ANSI X3.40-1976 
Width 12.6492 + 0.0508 mm (0.498 + 0.002 inch) 
Thickness 0.0381 mm (1.5 mil) (nominal). 0.0254 mm (1.0 mil) tape 
% (Memorex MRX XL3600 or equivalent) may be used. 
Reel Sizes 177.8, 215.9, 266.7 mm 
(7, 8.5, 10.5 inches) 
Autothread Reliability 95% including retries (Tape leader to be free of creases or 
folds and tape to be from media vendors approved by PPC) 
Rewind Time, 731.52 m (2400 feet) of tape 3 minutes (nominal) 
Tape Speed (nominal) Low Speed High Speed 
0.635 m/s 1.27 mis 2.54 mis 
(25 ips) (50 ips) (100 ips) 
Record Density 63 c/mm ~ 126 ci/mm 63 c/mm 
(1600 cpi) (3200 cpi) (1600 cpi) 
Access Time (nominal) 
Read, with 15.24 mm (0.6 inch) IBG 55 ms 105 ms 225 ms 
Write, with 15.24 mm (0.6 inch) IBG 67 ms 111 ms 228 ms 
Command Reinstruct Time (nominal) with 15.24 mm 
(0.6 inch) IBG 
Between write block commands 10 ms 5 ms . 256 ms 
Between read block commands 16 ms 8 ms . 4ms 
Repositioning Time (nominal) 150 ms 290 ms 675 ms 
Recording Characteristics Records and reads data consistent with ANSI X3.39-1973 | 
Power (worst case) —_ 
Start/Stop Mode 350 watts (averaged over a 10-second intervai) a. 
Input Voltages 100v, 120v, 220v, or 240v (+10, — 15%) 
Line Frequency 48—62 Hz 
Mechanical Shock 
Operating — rack mounted Shock machine or hammer — 1G for 10 ms 
Free-fall drop — 0.25 inch 
Non-Operating — rack mounted Hammer — 2G for 10 ms 
Free-fall drop — 0.5 inch 
Packaged Hammer — 25G for 15 ms 


Free-fail drop — 2 inches 


Vibration 
Operating 5—14 Hz — 0.002 inch peak-to-peak displacement 

. 14—16 Hz — 0.02 Gok © 

16—51 Hz — 0.0015 inch peak-to-peak displacement 

52—320 Hz — 0.2 Gpk 


Non-Operating 5—9 Hz — 0.05 inch peak-to-peak displacement 
9—350 Hz — 0.2 Gpk 
Packaged 5—63 Hz — 0.01 inch peak-to-peak displacement 
63—500 Hz — 2 Gpk 
Temperature 
Operating 4.4°C to 40°C (40°F to 104 °F) 
Non-Operating — 28.9°C to 71°C (— 20°F to 160°F) 
Shipping — 28.9°C to 71°C (-— 20°F to 160°F) 
Humidity 
Operating 15% —95% relative humidity without condensation 
Non-Operating 5% —95% without condensation 
Altitude 
Operating 0 to 2,438 m (0 to 8,000 feet) 
Non-Operating 0 to 15,240 m (0 to 50,000 feet) 
Shipping 0 to 15,240 m (0 to 50,000 feet) 
183 
Q 
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4.3.3 POWER OUTAGE 


The drive will withstand a power outage of up to 11 milliseconds with no degradation in 
performance. 


4.4 INRUSH CURRENT 


The drive is designed to withstand initial inrush current under worst case combination of 
line voltage, load, and temperature, without equipment damage, blown fuses, or tripped 
circuit breakers. Inrush current levels shall not exceed the following limits operating at 100 
or 120 volts. | 


e 60 amperes during the first half cycle 
e 15 amperes after 300 milliseconds. 


If the unit is operating at 220 or 240 volts, inrush current limits are as follows: 
e 30 amperes during the first half cycle 
e 7.5 amperes after 300 milliseconds. 
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5.0 CONTROLS AND INDICATORS 


9.1 CONTROL PANEL 


Figure 5-1 shows control and indicator positions on the control panel. The controt panel 
contains six switches, two 7-segment displays, and nine indicator lamps. 


5.2. CONTROL SWITCHES 


9.2.1 POWER SWITCH 


The two-position toggle type POWER switch controls application of ac power to the 
FS1000 Tape Drive. Power-up diagnostics are also initiated with the POWER switch. 


5.2.2 LOAD/ON LINE SWITCH 


When the LOAD/ON LINE switch is depressed once, with tape not tensioned, auto load 
begins. The switch is depressed a second time to place the drive On-line. 


In the On-line mode, the drive will respond only to commands sent via the host interface 
(front panel switches, except LOAD/ON LINE will be ignored). All host interface command, 
data, and status lines are active in the On-line mode. In the Off-line mode, all host interface 
command lines (except Load-On-Line) are disabled. Data and status lines are not disabled 
but do not present any data to the interface in the Off-line mode. 


3497 


Figure 5-1. Control Switches and Indicators 
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If the front panel Load/On Line function selection option is cleared, two consecutive 
depressions of the switch result in the unit automatically going On-line when load point is 
reached. Subsequent depressions of the switch will cause the drive to toggle between the 
On-line and Off-line states. The unit is never allowed On-line prior to the tape reaching load 
point. 


5.2.3 REW/UNLOAD SWITCH 


When the REW/UNLOAD switch is depressed once, with the unit Off-line and beyond load 
point, a rewind to load point is initiated. When load point is reached, the switch is 
depressed a second time to unload the tape. Two consecutive depressions of the switch 
with the unit Off-line and beyond load point, will result in the tape automatically being 
unloaded at the end of the rewind operation. 


9.2.4 FUNCTION SELECT SWITCH 


When the FUNCTION SELECT switch is depressed and held for at least 3 seconds, with 
the drive Off-line and tape not in motion, the 7-segment displays will step through the 
function codes (listed in Table 5-1). While the switch is held, the displays will continue to 
step through the codes at the rate of one per second. The LOAD/ON LINE and 
REW/UNLOAD switches are disabled when mode selection is in process. The RESET 
switch is used to end the function selection operation. Detailed instructions for using the 
Function Select mode are contained in manual numbers 110831 and 111311. 


5.2.5 SET/CLEAR SWITCH 


When the function selection operation is in process, depressing the SET/CLEAR switch 
sets the function code currently on the 7-segment display to true or clears it to false. 
Subsequent depressions of the switch, without changing the displayed function code, will 
result in the selected code being toggled between the true and false states. If the function 
code displayed is one of a multiple choice group, setting one code within the group will 
clear the previous choice for that group. If one of the diagnostic codes has already been 
set, the functions of the front panel switches and indicators are modified. Refer to the 
description of the appropriate diagnostic code for switch functions. 


9.2.6 RESET SWITCH 


Depressing the RESET switch with the unit Off-line, terminates the last command in 
process, clears a load fault and terminates the mode selection operation. Depressing the 
switch again has no effect. 


5.3 INDICATORS 


5.3.1 POWER INDICATOR 
This indicator is illuminated when secondary ac power is present. 


5.3.2 LD PT (LOAD POINT) INDICATOR 


This indicator flashes during a load operation and is steadily illuminated when the tape is 
at load point. 


5.3.3 ON LINE INDICATOR 


When the LOAD/ON LINE switch has been depressed twice and mode 31 (refer to 
Table 5-1) is true, the indicator flashes during a load operation, and lights continuously 
when load point is reached. If mode 31 is false, the indicator remains off until load point is 
reached and the LOAD/ON LINE switch is depressed for the second time. The indicator 
then lights continuously. 
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Table 5-1 
Function Selection Codes 


eperencne Codes 


Code Notes 
Code Set (LED On) Code Cleared (LED ot 
—0 


Unit address 0 selected 
Unit address 1 selected 
| Unit address 2 selected 
Unit address 3 selected 
Unit address 4 selected 
Unit address 5 selected 
Unit address 6 selected 
Unit address 7 selected 


Local speed select. Function codes 11, 12, and 
13 enabled. 


Speed = 0.635 m/s (25 ips) 

Density = 63 c/mm (1600 cpi) eeiectead: 
Speed = 1.27 mis (50 ips) 

Density = 126 c/mm (3200 cpi) selected 


Speed = 2.54 m/s (100 ips) 
Density = 63 c/mm (1600 cpi) selected | 


Start/stop mode selected. Unit will function as a 
start/stop drive while writing at 0.635 m/s (25 
ips). Unit will reposition for all other commands 
and speeds. 


Gap length selected by codes 22—29. Extended 
gap command from |/O (IRTH1) is ignored. 


0.6 inch gap selected 
0.9 inch gap selected 
1.2 inch gap selected 
2.4 inch gap selected 
4.8 inch gap selected 
6.0 inch gap selected 
8.0 inch gap selected 
10.0 inch gap selected 


Tape is automatically tensioned and brought to 
BOT, and (if unit was previously on line) unit is 
placed on line. If unit was not previously on line, 
tape is tensioned and brought to BOT, unit then 
idles. Occurs when tape is in path immediately 
after primary power is applied. 


Tape is loaded and brought to BOT with single 
depression of LOAD/ON LINE switch. Second 
switch depression after tape reaches BOT is 
required to place drive on line. 


a 


Unit address 0 deselected 
Unit address 1 deselected 
Unit address 2 deseliected 
Unit address 3 deselected 
Unit address 4 deselected 
Unit address 5 deselected 
Unit address 6 deselected 
Unit address 7 deselected 


Speed selection accomplished via interface.» 
Function codes 11, 12, and 13 disabled. 


Deselected 


Deselected 


Deselected 


Streaming mode _ selected. 
reposition if next command not received 
during reinstruct period. . 


If extended gap is not selected via I/O (IRTH1 ¥ 
high), default to 0.6 inch gap. If extended gap 
is selected via I/O (IRTH1 low), gap length is 
as indicated by codes 22—29. | 


Deselected 
Deselected 
Deselected 
Deselected 
Deselected 
Deselected 
Deselected 
Deselected 


No autoload function; if tape is in path, it will? 
sit idle. 


Tape is loaded and brought to BOT with sin. 
gle depression of LOAD/ON LINE switch. 

Second switch depression prior to tape 
reaching BOT causes drive to automatically 
go on line when tape reaches BOT. 


. Only one code within this group can be set at a time. Setting a code clears the previously set code within 
the group. The individual codes within the group cannot be cleared independently. 


. Diagnostic use only. 


. Autoload function (code 30) must be set before tape is tensioned. 
. If RESET switch is pressed, unit will return to Function Select mode with code 50 displayed. To return to 


normal operation, set mode 50 and depress RESET. 
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Table 5-1 
Function Selection Codes 


Operational Codes 


Code Notes 


Code Set (LED On) Code Cleared (LED Off) 


External write data parity bit is selected — | Return to normal operation — internal 
controller generates odd parity parity generation 
_ Diagnostic Codes 


Normal operation selected — default code for | Diagnostic routine selected 
diagnostic routines. 

Manual control of tape motion functions is | Diagnostic mode 51 deselected 
provided by front panel controls. Refer to 

Paragrapn 5.5. 


Manual control of tape shuttle function is | Diagnostic mode 52 deselected 
provided by front panel controls. Refer to 

Paragraph 5.5. . 

Provides front panel monitoring of tension and | Diagnostic mode 53 deselected 
velocity encoders and various sensors. Refer 

to Paragraph 5.5. Diagnostic mode 54 deselected 
Provides front panel control of self-adjustment 

diagnostics. Refer to Paragraph 5.5. 

Provides front panel examination and display | Diagnostic mode 55 deselected 
of various data from the Control Write PCBA. 

Refer to Paragraph 5.5. 


Provides manual override of various safety | Diagnostic mode 60 deselected 
interlocks. Refer to Paragraph 5.5. 


WARNING 
THIS CODE IS INTENDED FOR USE DURING 
SERVICING BY QUALIFIED TECHNICIANS 
ONLY. IMPROPER USE CAN RESULT IN 
INJURY TO PERSONNEL AND EQUIPMENT 
DAMAGE. 
Provides manual override of various motion | Diagnostic mode 61 deselected 
controi corrections. Refer to Paragraph 5.5. 
CAUTION 
THIS CODE IS INTENDED FOR USE DURING 
SERVICING BY QUALIFIED TECHNICIANS 
ONLY. IMPROPER USE CAN RESULT IN 
EQUIPMENT DAMAGE. 


NOTES: 
1. Only one code within this group can be set at a time. Setting a code clears the previously set code within 
the group. The individual codes within the group cannot be cleared independently. 


2. Diagnostic use only. 
3. Autoload function (code 30) must be set before tape is tensioned. 


. If RESET switch is pressed, unit will return to Function Select mode with code 50 displayed. To return to 
normal operation, set code 50 and depress RESET. 


183 
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5.3.4. REW/UNLOAD INDICATOR 


When the REW/UNLOAD switch is depressed twice while the unit is Off-line and loaded, 
the indicator will flash as tape is rewound and unloaded. If the switch is depressed once, 
the indicator is illuminated during rewind and extinguishes when tape stops at BOT. When 
the switch is depressed again, the indicator will flash as tape is unloaded. 7 


5.3.5 FUNCTION SELECT INDICATOR 


This indicator is illuminated when the unit is in the Function Select state. Depressing the 
RESET switch causes the indicator to go off. 


5.3.6 SET/CLEAR INDICATOR 


This indicator is illuminated when the unit is in 1 the Function Select state, and the 
displayed function code is true. 


5.3.7 WRT EN INDICATOR 
Indicates that a reel of tape with a write enable ring is loaded on the drive. 


5.3.8 HI SPD INDICATOR 


Indicates that one of the drive’s higher operating speeds (1.27 m/s [50 ips] or 2.54 m/s [100 
ips]) has been selected. 


5.3.9 HI DEN INDICATOR 
Indicates that the drive’s high recording density has been selected. 


5.4 SEVEN SEGMENT DISPLAYS 


Two 7-segment displays are located on the front panel as illustrated in Figure 5-1. These 
displays indicate the unit address, function select codes when the drive is in the function 
select condition, and diagnostic codes. 


A continually illuminated code indicates that diagnostic checks are in process. If a fault is 
identified, the displays flash the fault code until power is switched off or RESET is 
depressed. 


9.5 DIAGNOSTIC 


Selection of the diagnostic codes listed in Table 5-1 changes the functions of the front 
panel controls and indicators. The purpose of each of these codes and the resultant switch 
and indicator functions are given in the following paragraphs. 


5.5.1 CODE 51 


When code 51 is set and a tape is loaded, the functions of the front panel controls and 
indicators are changed to provide manual control of tape motion. Functions available are 
Forward, Reverse, Stop, Load, and EOT/BOT Cycle. Tape motion will be at the speed 
preselected by the operator using Function Select codes 11, 12, and 13. Functions of the 
front panel controls and indicators with code 51 set, are shown in Figure 5-2. 


The Forward, Reverse, and Stop functions are self-explanatory. Depressing the Load/Cycle 
switch with a tape reel in place on the supply hub but tape not threaded will initiate an 
autoload operation. Tape will thread, tension, advance to load point, and stop. Depressing 
the Load/Cycle switch with tape loaded will initiate the EOT/BOT Cycle function. The 
EOT/BOT Cycle function interacts with Forward and Reverse. With EOT/BOT Cycle off, the 
drive will move tape in the selected direction and stop when either the EOT or BOT marker 
is detected. 0 
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With EOT/BOT Cycle on, tape motion will automatically reverse when either marker is 
detected, and tape will cycle continuously until stopped by the operator. Depressing the 
RESET switch will cause the drive to exit code 51 and revert to Function Select mode with 
code 50 displayed. 


5.5.2 CODE 52 


Selection of code 52 provides a shuttle function at the speed preselected by the operator 
using Function Select codes 11, 12, and 13. Functions of the front panel POntiols and 
indicators, with code 52 set, are shown in Figure 5-3. 


The forward or reverse shuttle length is displayed by pressing and releasing the appropriate 


-. switch. Depressing the Load/Decrement Length switch with a tape reel in place on the 


supply hub but tape not threaded will initiate an autoload operation. Tape will thread, 
tension, advance to load point, and stop. To change the shuttle length, press and hold the 
Forward or Reverse Length display switch, and simultaneously press and hold the 
Increment Length or Decrement Length switch until the desired shuttle length is displayed. 
Length is displayed in hexadecimal tach lines after ramp-up, most significant byte first (for 1 
second), then the least significant byte. When incrementing or decrementing, each time the 
LSB goes to 0, the MSB will be displayed for 1 second. Shuttling is started and stopped by 
depressing the Shuttle/Stop switch. If EOT is detected during forward motion, the tape will 
rewind to BOT and shuttling will restart. Depressing the RESET switch will cause the drive to 
exit code 52 and revert to Function Select mode with code 50 displayed. 


5.5.3 CODE 53 


Selection of code 53 provides front panel monitoring of the tension or velocity encoder. 
The front panel indicators allow monitoring of the unit sensors. Functions of the front 
panel controls and indicators, with code 53 set, are shown in Figure 5-4. 


When Tension Look is depressed, the tension encoder count is shown on the 7-segment 
display, and the sensor functions shown over the indicators (Figure 5-4) are displayed on 
the indicators. When (Velocity Look) is depressed, the velocity encoder count is shown on 
the 7-segment display, and the sensor functions shown under the indicators (in 
parentheses) are displayed on the indicators. Depressing the RESET switch will cause the 
drive to exit code 53 and revert to Function Select mode with code 50 displayed. 


9.5.4 CODE 54 


Selection of code 54 provides front panel access to four adjustment diagnostic routines; 
SU/TU DAC MID Self Adjustment, SU Load Pulse Self Adjustment, SU/TU Load Speed Self 
Adjustment, and Motor Torque Factor Self Adjustment. Performance of the SU Load Pulse 
Self Adjustment and SU/TU Load Speed Self Adjustment requires a 10.5 inch reel of tape to 
be locked on the supply hub but not threaded. The Motor Self Adjust requires the use of an 
8.5 inch reel of tape. Functions of the front panel controls and indicators, with code 54 set, 
are shown in Figure 5-5. Depressing the RESET switch will cause the drive to exit code 54 
and revert to Function Select mode with code 50 displayed. 


5.5.5 CODE 55 


selection of code 55 provides front panel access to and display of data stored in memory 
that may be required during maintenance operations. Functions of the front panel controls 
and indicators with code 55 set are shown in Figure 5-6. | 
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Figure 5-2. Code 51 Control/Indicator Functions 
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Figure 5-3. Code 52 Control/Indicator Functions 
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Figure 5-4. Code 53 Control/Indicator Functions 


MOTOR 
SELF-ADJ SU LOAD SU’TU LOAD DAC MID SELF 
DIAG IN PULSE SELF- SPEED SELF- ADJ DIAG 
LOADING process ADJDIAG ADJ DIAG IN PROCESS 
(FLASHING) (FLASHING) (FLASHING) (FLASHING) (FLASHING) NOT USED 


O fe) fe) re) ro) 1°) 
SU PULSE SPEED 
[| fobs dee eg ce 
RESET _ MOTOR - suLOAD SU’TULOAD DAC MID SU PULSE SPEED 
SELF-ADJ PULSE SELF SPEED SELF ADJ O 
ADJ SELF ADJ . DECREASING 
3595 


Figure 5-5. Code 54 Control/Indicator Functions 
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When the Prom Version Examine/Display switch is depressed, the associated indicator 
will flash and the PROM 0 version will be shown on the 7-segment display. The version 
number will be shown as four sequential bytes (e.g., first byte, 11; second byte 22; third 
byte, 50; fourth byte, 01: equals PROM 0 version 112250-01). Given a PROM 0 version of 
112250-01, PROMs 1—3 would be 112251-01, 112252-01, and 112253-01, respectively. 
PROM 1—3 version numbers are not displayed. 


Depressing the NOVRAM Motor Factor Examine/Display switch causes the associated 
indicator to flash while the contents of the NOVRAM motor factor table are shown on the 
7-segment display. The table consists of 20 bytes which are presented sequentially. The 
factors displayed and their byte numbers are given in the following list. Takeup reel tension 
(TU TENSION), bytes 1 and 2; takeup motor drag (TU MDRAG), bytes 3 and 4; takeup motor 
acceleration (TU ACCEL), bytes 5 and 6; head drag (HDRAG), bytes 7 and 8; supply reel 
tension (SU TENSION), bytes 9 and 10; supply motor drag (SU MDRAG), bytes 11 and 12; 
supply motor acceleration (SU ACCEL), bytes 13 and 14; takeup reel load speed (TU LD SPD), 
byte 15; supply reel load speed (SU LD SPD), byte 16; supply reel load pulse, reverse (SU LD 
PULSE REV), byte 17; supply reel load pulse, forward (SU LD PULSE FWD), byte 18; byte 19 
not used; takeup/supply digital analog converter mid value (TU/SU DACMID), byte 20. The 
most significant (left) nibble when added to 1F8:.6 will equal the TU DACMID. The least 
significant (right) nibble when added to 1F 8:6. will equal the SU DACMID. 


Depressing the Unit Configuration Examine/Display switch causes the associated 
indicator to flash while the Unit Configuration is shown on the 7-segment display. The 
configuration will be shown as CX, where C stands for Configuration and X represents a 
hexadecimal (Base 16) number from 0 to F. Depressing the RESET switch will cause the 
drive to exit code 55 and revert to Function Select mode with code 50 displayed. 


5.5.6 CODE 60 


Selection of code 60 provides manual override, via the front panel controls, of four safety 
interlocks designed into the drive. The front panel indicators flash to provide a display of 
the interlock features that have been defeated. Functions of the front panel controls and 
indicators, with code 60 set, are shown in Figure 5-7. Depressing the RESET switch will 
cause the drive to exit code 60 and revert to Function Select mode with code 50 displayed. 


WARNING 


CODE 60 OVERRIDES SAFETY FEATURES BUILT INTO 
THE DRIVE TO PROTECT THE OPERATOR FROM INJURY 
AND THE EQUIPMENT FROM DAMAGE. IT IS INTENDED 
FOR USE ONLY BY QUALIFIED SERVICE TECHNICIANS. 


9.0.7 CODE 61 


selection of code 61 provides manual override, via the front panel controls, of four motion 
control correction functions designed into the drive. The front panel indicators flash to 
provide a display of the correction functions that have been defeated. Functions of the 
front panel controls and indicators with code 61 set, are shown in Figure 5-8. Depressing 
the RESET switch will cause the drive to exit code 60 and revert to Function Select mode 
with code 50 displayed. 


CAUTION 


CODE 67 DISABLES CRITICAL CORRECTION FEATURES 

~BUILT INTO THE DRIVE THAT ARE REQUIRED FOR NOR- 
MAL, SAFE OPERATION. IF MISUSED, DAMAGE TO THE 
EQUIPMENT CAN OCCUR. CODE 671 IS INTENDED FOR 
USE ONLY BY QUALIFIED SERVICE TECHNICIANS. 


es 
Ke 
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UNIT MOTOR PROM 
CONFIGURATON FACTOR VERSION 
EXAMINE/ EXAMINE/ EXAMINE/ 
NOT USED NOT USED DISPLAY DISPLAY DISPLAY NOT USED 
fe) fe) fe) fe) fe O 
, IN PROCESS IN PROCESS IN PROCESS 
(FLASHING) (FLASHING) = (FLASHING) NOT USED 
7 mM O OF OF -° 
RESET NOT USED UNIT NOVRAM PROM NOT USED 
CONFIGURATION MOTOR VERSION O 
EXAMINE/ FACTOR EXAMINE/ 
DISPLAY EXAMINE/ DISPLAY 
DISPLAY 
3605 
Figure 5-6. Code 55 Control/Indicator Functions 
DUTY 
CYCLE COVER OPEN DOOR OPEN VOLTAGE 
NOT USED LIMIT FAULT FAULT FAULT NOT USED — 
e) (0) 9) O o) re) 
OVERRIDE OVERRIDE OVERRIDE OVERRIDE 
(FLASHING) (FLASHING) (FLASHING) (FLASHING) NOT USED 
T] Ee GP a 
RESET DUTY COVER OPEN DOOR OPEN VOLTAGE NOT USED 
CYCLE FAULT FAULT FAULT 
LIMIT OVERRIDE OVERRIDE OVERRIDE 
OVERRIDE 3588 
Figure 5-7. Code 60 Control/Indicator Functions 
ACCELERATION STOP VELOCITY TENSION 
NOT USED CORRECTION CORRECTION CORRECTION CORRECTION NOT USED 
O ve) O fe) fe) O 
OVERRIDE OVERRIDE OVERRIDE OVERRIDE 
(FLASHING) (FLASHING) (FLASHING) = (FLASHING) NOT USED 
0 (| OF OF OF °® 
RESET ACCELERATION STOP VELOCITY TENSION NOT USED 
CORRECTION CORRECTION CORRECTION CORRECTION eo) 
OVERRIDE OVERRIDE OVERRIDE OVERRIDE 
3589 
Figure 5-8. Code 61 Control/Indicator Functions 
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6.0 DIAGNOSTICS AND TEST 


6.1 DIAGNOSTIC LEVELS 


Three levels of diagnostics are provided to monitor tape drive operation. If a fault condition 
is detected, test execution stops and a fault code is flashed on the operator panel 
displays. The display continues flashing until power is switched off or RESET is 
depressed. Depressing the RESET switch initiates the remaining portions of the 
diagnostics provided no tape or drive damage will result. Diagnostic codes isolate faults to 
PCBAs and subassemblies. Diagnostic firmware is contained in socket-mounted ROMs for 
routine flexibility. 


6.2 POWER-UP DIAGNOSTICS 


This diagnostic set runs automatically whenever power is applied and a tape reel is not 
loaded. The following functions are checked. 


(1) Power supply voltage output, except + 5v 

(2) Control microprocessor operation 

(3) Formatter write sequencer* 

(4) Formatter read data electronics” 

(5) Formatter file mark and ID generation and detection circuits” 
(6) Microprocessor communications bus (PMS bus)* 


6.3 OPERATOR INITIATED DIAGNOSTICS 


This set of diagnostics is initiated by the operator, using the FUNCTION SELECT switch. A 
reel of pre-recorded tape must be loaded. The following functions are checked. 


(1) Power supply voltage output, except + 5v 
(2) Supply and takeup ree! motors, servo power amplifiers, and motion functions 
(3) Read and write circuits using a work tape 


6.4 CONTINUOUS DIAGNOSTICS 


When tape is loaded and in motion, this set of diagnostics continuously checks the 
following. 


(1) Power supply voltage outputs 
(2) Blower operation 
(3) Supply and takeup reel motors, servo power amplifiers, and motion functions. 


6.5 TEST 


A test mode is available to exercise the drive Off-line with a tape loaded. This mode is 
selected using the FUNCTION SELECT switch. It permits a technician to make 
adjustments without intervention by the host system connected to the host interface. 


* Fault conditions detected cause line ISGL to go true (iow). 
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7.0 INTERFACE DESCRIPTION 


7.1. BASIC INTERFACE CHARACTERISTICS 


Two 50-lead flat cables are used for the formatter-to-controller interface. Interface lines to 
and from the formatter are TTL compatible, single-ended. Pulsewidths are 200 nanoseconds 
or greater, unless otherwise noted. See Figure 7-1 for the interface configuration. 


Formatter-to-controller drivers have a current sinking capability of 24 mA maximum 
(74LS240 or equivalent). Terminator circuits on the formatter consist of a 220-ohm resistor 
to + 5v and a 330-ohm resistor to ground as shown in Figure 7-1. Receivers are 74LS240. 


A low level on the interface line is a logical true condition. A disconnected interface line is 
interpreted as a logical false signal by the formatter logic. 


7.1.1 CABLE SPECIFICATIONS 


7.1.1.1. 50-Lead Flat Cable : 


The following cable length specifications apply to 50-lead flat cable, 28 AWG (3M 3365-50 
or equivalent). Two cables are used at the controller interface to the drive. 


(1) For a cable connecting a controller to a single drive, the length of the cable is 
limited to 6.1 metres (20 feet). Longer cable lengths are possible with the use of 
active repeaters. | 


(2) For a cable connecting two or more drives in a daisy-chain configuration toa 
controller, the total cable length is limited to 6.1 metres (20 feet). Longer cable 
lengths are possible with the use of active repeaters. 


CUSTOMER CONTROLLER FS}000 
| +5V 
22082 
be. : | - 
SN7416 OR 33082 74LS$240 
EQUIVALENT 
+5V = 
1 TTL 
LOAD 2202 


SN7404 OR 
EQUIVALENT 


33082 74LS240 


NOTES: 1. NO MORE THAN 1} TTL LOAD SHOULD BE DRIVEN BY INTERFACE SIGNALS FROM 
THE CONTROLLER. 
. IMPROVED NOISE MARGIN WILL BE ACHIEVED IF THE RECEIVER IN THE CUSTOMER 
CONTROLLER SHOWN ABOVE IS REPLACED WITH A SN74LS14 OR EQUIVALENT 
DEVICE HAVING SCHMITT TRIGGER INPUT CHARACTERISTICS. THIS IMPROVEMENT 
IN SIGNAL-TO-NOISE RATIO BECOMES MORE SIGNIFICANT AS CABLE LENGTHS 3512 
INCREASE TO THE MAXIMUM ALLOWABLE SIZE. 


nO 


Figure 7-1. Interface Configuration 
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7.2 - INTERFACE SIGNALS | 


All formatter interface signals are designated by the prefix ‘‘l’’ on all interface schematic 


drawings. The active level on the interface corresponds to a logic low so any disconnected 
line results in a logic high. 


e Logic Low = 0.05v to 0.5v = True 
e Logic High = 2.5v to 5.0v = False 


Refer to Figure 7-2 for interface connections. 
7.3 CONTROLLER-TO-FORMATTER INTERFACE LINES 


7.3.1 FORMATTER ADDRESS (IFAD) AND TRANSPORT ADDRESS (ITADO, ITAD1) 


These three lines in combination, allow the controller to select one of several drives 
connected to the controller. The maximum number of drives that may be connected in a 
daisy-chain configuration is as follows: 
(1) Eight FS1000 drives 
or 


(2) Four FS1000 drives and one standard formatted start/stop drive. The standard 
formatted start/stop drive may, in turn, have up to three unformatted start/stop 
drives connected in the standard daisy-chain configuration as shown in Figure 7-3. 
Only the final unit in the chain requires the installation of terminating resistors. 


Signal levels and the resulting address selection are listed in Table 7-1. 


7.3.2 INITIATE COMMAND (IGO) 


This pulse initiates the commands listed in Table 7-2. The trailing edge of IGO strobes the 
signals described in Paragraphs 7.3.3—/7.3.8 into the formatter. At the same time, the 
Formatter Busy signal (IFBY) is set low. 


IFBY GND 1RO IRP 

ILWD GND ILOP IRI 

iw GND IR4 Saale 
IGO GND IR7 GND 
IWO GND IR6 GND 
IwI GNO IHER GND 
ISGL GND IFMAK GND 
ILOL GND IDENT GND 
IREW GND iR5 GND 
iwP GND IEOT GND 
IW7 GND iOFL GND 


GND 
GND 
GND 
GNO 
GNDO 
GND 
GND 
GND 
GND 
GNO 
GNO 
GND 
GND 


GND INRZ 
GND IRDY 
GND IRWD 
GND IFPT 
GND IRSTR 
GND IWSTR 
GND IDBY 
GND iSPEED 
GND ICER 
GND ONL 
GND ITADI 
GND IFAD 
GND IDEN 


IW3 
IW6 
IwW2 
IWS 
IWRT 
IRTH2 
lEDIT 
[ERASE 
IWFM 
IRTH] 
ITADO 
IR2 
IR3 


3552 


Figure 7-2. Formatter/Controller Interface Connector 
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CONTROLLER 


STANDARD* 
FS] FS1000 FS1000 FS1000 
sioee MASTER 


SLAVE** 
| Tenaror _ 7 


TERMINATOR 


NOTES: 3606 
*TENSION ARM OR VACUUM COLUMN TAPE DRIVE WITH EMBEDDED FORMATTER 
**TENSION ARM OR VACUUM COLUMN TAPE DRIVE 


Figure 7-3. Mixed Daisy-Chain Configuration 


Table 7-1 
Transport Address Selection 


0 +, toed H H 


eraatrrs 
Pa abe hE 


183 


Table 7-2 | 
Formatter Commands Initiated by IGO Pulse 


H H H H 


Read Forward 

Read Reverse (Normal) 

Read Reverse (Edit) 

Write 

Write File Mark 

Edit 

Variable Length Erase 

Fixed Length Erase 

Space Forward 

Space Reverse 

File Mark Search Forward — with data 
File Mark Search Reverse — with data 
File Mark Search Forward — without data 
File Mark Search Reverse — without data 
Diagnostic 

Data Security Erase 

Select 126 c/mm (3200 cpi)/1.27 m/s (50 ips) 


Pt Lr ae ks eee 
a cre A laa cs 
fae a Pa ae a’ Za ea! HT A eee Es gel Adel Be 
fof" Fe Le ee ok i EF 
OU eee een ee Were es 
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7.3.3 REVERSE/FORWARD (IREV) 


This signal specifies forward or reverse tape motion. It is used in combination with other 
signals to form the formatter commands listed in Table 7-2. 


Low = Reverse 
High = Forward 


7.3.4. WRITE/READ (IWRT) 


This signal specifies the operating mode of the system. It is used in combination with 
other signals to form the formatter commands listed in Table 7-2. 


Low = Wrrite 
High = Read 


7.3.5 WRITE FILE MARK (IWFM) 


This signal causes a Write File Mark to be written on the tape, if IWRT is also low during 
this time. It is used in combination with other signals to form the formatter commands 
listed in Table 7-2. : 


7.3.6 EDIT (IEDIT) 


This is an additional command line used in conjunction with IREV, IWRT, I|WFM, and 
IERASE to edit a record on tape, initiate diagnostics or data security erase, and select the 
high density mode. Command signal combinations are listed in Table 7-2. 


7.3.7 ERASE (IERASE) 


This is an additional command line used during erase and file mark search operations. It is 
used in combination with other signals to form the formatter commands listed in Table 7-2. 


7.3.8 DENSITY SELECT (IRTH2) 


The IRTH2 signal specifies the data density during a write command. Selection is 
accomplished at BOT during a write operation. 


e Low = 126 c/mm (38200 cpi) (PE) 
° High = 63 c/mm (1600 cpi) (PE) 


7.3.9 SPEED SELECT (IDEN) 
IDEN is used to select tape speed. 
¢ High = 0.635 m/s (25 ips) 
°e Low = 2.54 m/s (100 ips) 


This line inactive if 1.27 m/s (50 ips) 126 c/mm (3200 cpi) selected. 


7.3.10 REWIND (IREW) 


IREW is a pulse (200 nanoseconds minimum) that causes the drive to rewind to Load Point, 
providing the unit is Ready and On-line. The pulse does not cause the formatter to become 
busy. 


7.3.11 OFF-LINE (IOFL) 


This pulse (200 nanoseconds minimum) causes the drive to be placed in the Off-line mode 
of operation and to perform a rewind/unload operation. IOFL does not cause the formatter 
to become busy. 
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7.3.12 LOAD-ON-LINE COMMAND (ILOL) 


This pulse (200 nanoseconds minimum) causes the unit to be placed On-line and to rewind 
to BOT if tape was loaded. If tape was not loaded, it will be loaded, rewound to BOT (if 
necessary) and the drive placed On-line. 


7.3.13 FORMATTER ENABLE (IFEN) 


This.is a level which, when low, enables the formatter interface. A high level, disables the 
interface, resets all status on the interface, and stops ee motion in the FS1000 after 
completion of the operation in process. 


7.3.14 WRITE DATA LINES (IWO—IW7) 


These eight lines transmit write data from the controller to the formatter. The eight data 
bits on the Write Data lines are written onto the corresponding tracks on tape. IW7 
corresponds to the least significant bit of the character. 


The first character of the data record should be available on these lines within forty 
character periods after Data Busy goes true and should remain true until after the trailing 
edge of the first Write Strobe pulse issued by the formatter. See Figure 7-4 for timing 
relationships. The next character must then be set up a minimum of 100 nanoseconds 
before the next trailing edge (low to high) of IWSTR. Subsequent characters will be 
processed in this way until Last Word is set low, indicating that the last character is being 
transferred. Table 7-3 identifies the Write Data lines with regard to interface identification, 
ANSI track number and binary weight. 


7.3.15 WRITE DATA PARITY (IWP) 


This line is used only when external parity generation is selected via the. front panel =a 
function codes. External parity generation requires the customer to generate odd parity on A oy) 
the Write Data lines and apply this parity bit to IWP. Setup timing requirements for this line 
are consistent with requirements for IWO—IW7. 


=a 
yyy, VALID DATA iyi VALID DATA YH 


13 


IWO 7,P 


IWSTR 


NOTES: 
T; < 40 CHARACTER TIMES 
Tg 2 0 NANOSECONDS 
T3 2 50 NANOSECONDS 
Tp = 1 CHARACTER TIME 
25 uS @ 0.635 M/S (25 IPS) 
6.25 uS @ 1.27 M/S (50 IPS) 3513 


Figure 7-4. Write Data Timing 
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Table 7-3 
Data Binary Weight Identification 


Pertec 
Write Binary Interface ANSI 
Line Weight Channel Track 


a a 


UCNOO FS OHM © 
VPot-NoOwa ann 


183 


7.3.16 LAST WORD (ILWD) 


During the execution of a Write command or an Erase (Variable Length) command, this 
pulse is used to indicate that the next character to be strobed into the formatter is the last 
character of the record. The line will be set low by the controller a minimum of 50 
nanoseconds before the next trailing edge (low to high) of IWSTR. 


7.3.17 GAP LENGTH (IRTH1) 


The Gap Length (IRTH1) signal is used to control the length of the interblock gap written at 
the end of a write command. IRTH1 is tested during the time that the IGO signal goes low 
to transfer a write command to the FS1000. If IRTH1 is high at this time, the length of the 
interblock gap will be 15.24 mm (0.6 inch). If IRTH1 is low, the interblock gap will be 
determined by function select codes. 


7.3.18 EXTENDED GAP SELECTION 


Extended gap selection is accomplished using front panel function select modes 21—29. 
Operation of these modes is defined as follows: 


NOTE 


Mode 21 can either be set or reset. Only one of modes 
22—29 can be set at a time. 


Mode 21 Reset — If extended gap is not selected via the interface, unit defaults to 0.6 inch 
gap. If extended gap is selected via the interface, gap length is as specified by modes 
22—29 (Table 5-1). 


Mode 21 Set — Gap length is as specified by modes 22—29. Extended gap command from 
interface is ignored. 


7.4 FORMATTER-TO-CONTROLLER INTERFACE LINES 


7.4.1. FORMATTER BUSY (IFBY) 


When a command is issued to the formatter, IFBY goes low at the trailing edge of |GO and 
remains low until the command is executed and the drive is repositioning. 
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7.4.2 DATA BUSY (IDBY) 

The IDBY signal is set low in the following modes. 
(1) Write: Tape has reached operating speed and traversed the defined IBG. 
(2) Read: Tape has reached operating speed. 


IDBY is reset when the read head has just read the record. For on-the-fly operation, a new 
command must be given right after IDBY is reset and must occur before IFBY is reset. This 
signal should be used by the controller to inhibit further commands. 


7.4.38 IDENTIFICATION (IDENT) 
The signal is low when a PE ID burst is read from tape in 63 c/mm (1600 cpi) data density. 


7.4.4. HARD ERROR (IHER). 


The IHER signal is set low if a read error is detected by the formatter. All error information. 
is reported to the controller before IDBY goes false. , ) 


-IHER is set by one of the following. 

(1) More than one channel dropout. 

(2) Parity error without any channel dropout indication. 
(3) A false postamble is detected. 

(4) Attempting to read an NRZI or GCR tape. 


7.4.5 CORRECTED ERROR (ICER) 

This signal is set low by a single track dropout during a read or read-after-write operation. 
CER in a read-after-write operation indicates that the record should be rewritten. 

7.4.6 FILE MARK (IFMK) 

This signal is low when a file mark is read from tape. 


7.4.7 DRIVE STATUS AND CONFIGURATION LINES 


The listed lines are used to indicate the status and configuration of the selected drive and 
are defined in the following paragraphs. 


e Status: IRDY, IONL, IRWD, IFPT, ILDP, IEOT 
e Configuration: ISPEED 


7.4.7.1 Ready (IRDY) 


This is a level which is true only when the unit is ready to receive commands through the 
interface lines. 


7.4.7.2 On-Line (IONL) 
This is a level which is low when the unit is in the On-line mode 


7.4.7.3 Rewinding (IRWD) 


This is a level which is true when the drive is engaged in any rewind operation. A true IRWD 
causes IRDY to go false. 
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7.4.7.4 File Protect (IFPT) 


This level goes true when the write enable ring is removed from the supply reel of the 
selected drive and remains true until tape is unloaded. 


7.4.7.5 Load Point (ILDP) 


This level goes true when the unit is ready and tape is positioned at BOT. The signal goes 
false after the BOT marker moves forward passing the BOT detector. 


7.4.7.6 End Of Tape (IEOT) 


This signal is set low when the EOT marker is detected during a forward motion and reset 
when the EOT marker is detected during a reverse motion. 


7.4.7.7. Tape Speed (ISPEED) 


This signal indicates operating tape speeds of the selected drive. When true, the signal 
indicates operation in the high speed mode (2.54 m/s [100 ips] if 63 comm [1600 cpi] is 
selected, 1.27 m/s [50 ips] if 126 cpmm [3200 cpi] is selected); when false, the signal 
indicates operation in the low speed mode (0.635 m/s [25 ips] if 63 comm [1600 cpi] is 
selected. 


7.48 WRITE STROBE (IWSTR) 


The positive going edge of this signal is used to strobe write data pom the controller to the 
formatter. See Figure 7-4 for timing data. | 


7.4.9 READ STROBE (IRSTR) 

This signal is used to strobe read data to the controller (pulsewidth 200 nanoseconds 
minimum). 

7.4.10 READ DATA (IRO—IR7,P) 


These nine lines transmit read data from the formatter to the controller. The eight data bits 
on the Read Data lines are read from the corresponding track on the tape. The parity bit 
(IRP) is generated to provide odd parity based on the values of the eight data bits. IR7 
corresponds to the least significant bit. Binary weight of the Read Data lines is the same 
for the corresponding number Write Data line given in Table 7-3 (i.e., IR5 and I|W5 both have 
a binary weight of 2). 


7.4.11 UNIT CHECK (ISGL) 
This signal is used to report that the selected drive is malfunctioning. 


7.4.12 DIAGNOSTIC ACKNOWLEDGE (INRZ) 
This level, when true, indicates that the formatter is executing the diagnostic command. 
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8.0 BASIC FS1000 CHARACTERISTICS 


8.1 BASIC FS1000 COMMANDS 


The formatter commands and resultant modes of operation are described in the following 
paragraphs. All commands, with the exception of Rewind (IREW), Off-line (IOFL) and Load/ 
On-Line (ILOL), are initiated by a low-to-high transition on the IGO interface line. This 
transition samples the logic states of the interface lines given in Table 7-2. IREW, IOFL 
AND ILOL commands are initiated in direct response to a true level on the appropriate 
interface lines. Refer to Table 7-2 in conjunction with the following command descriptions. 


8.1.1 READ FORWARD 


The Read Forward command causes tape to be accelerated to operating speed. The drive 
reads the first record encountered. The electronics in the unit generate the delays 
necessary for proper tape positioning under the read head. The next record on tape can be 
read by supplying a new Read Forward command to the drive during the reinstruct time 
delay, thereby improving the access time to the next record. This is referred to as on-the-fly 
operation. (Refer to repositioning characteristics in Paragraph 4.1.) If the next command is 
not issued within the reinstruct time delay period, the FS1000 will go through the 
repositioning sequence. 


8.1.2 READ REVERSE (NORMAL AND EDIT) 


The Read Reverse command is similar to a Read Forward command except that tape 
motion is in reverse. Records may also be read in reverse on-the-fly. During any reverse 
operation, the formatter always resets to the quiescent state when the BOT is detected. 


A Read Reverse command may be modified to properly position tape for a subsequent 
write edit operation. The change in position is done by the formatter in response to an Edit 
command. Details of the Edit command are contained in Paragraph 8.1.4. 


8.1.3 WRITE 


When executing a Write command, the FS1000 accelerates tape to operating speed and, 
after the appropriate pre-record delay time, begins to transfer data from the controller to the 
drive. The process continues until a Last Word (ILWD) command is received from the 
controller. The tape will continue to move forward until the record has been read by the read 
head, then tape will go through the reinstruct time delay. Consecutive records may be 
written on-the-fly, by issuing commands during the reinstruct time. If the next command is 
not issued within the reinstruct time delay period, the FS1000 will go through the 
repositioning sequence. Reinstruct time can be extended when using the extended IBG 
feature. 


8.1.4 EDIT 


Edit operations are similar to Write operations except the write current is switched off 
slowly at the end of an edit sequence to minimize the possibility of recording a g/litch. For 
proper head positioning, and Edit command should be preceded by a Read Reverse (Edit) 
command. 


8.1.5 WRITE FILE MARK 


The Write File Mark command causes a file mark to be written on tape; Paragraph 8.3.6 
provides details of the Write File Mark command for PE format. 
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8.1.66 ERASE (VARIABLE LENGTH) 


The Erase (Variable Length) command causes tape to be moved in the forward direction 
with erase current on. An ILWD signal from the controller terminates the erase operation. 
Note that in the PE mode, the ID burst will not be erased when an Erase command is given 
from BOT. 


8.1.7 ERASE (FIXED LENGTH) © 


The Erase (Fixed Length) command causes a length of approximately 102 mm (4 inches) of 
tape to be erased. This command is always executed while moving tape in the forward 
direction. | 


8.1.8 SPACE FORWARD 


The Space Forward command is similar to a Read Forward command except that no Read 
Strobe (IRSTR) signals are supplied to the controller. Although error checking is not 
performed, a test is made to determine if the record spaced over was a File Mark. 


8.1.9 SPACE REVERSE 


The Space Reverse command is similar to a Read Reverse command except that no IRSTR 
signals are supplied to the controller. Although error checking is not performed, a test is 
made to determine if the record spaced over was a File Mark. 


8.1.10 FILE MARK SEARCH FORWARD 


A File Mark Search Forward command causes the drive to execute a series of Read Forward 
commands while on-the-fly at the speed and density previously selected. This series is 
terminated when either a File Mark character or the EOT marker is located. Tape is stopped 
when the File Mark is read as in a normal Read operation. If the EOT marker is detected 
during a File Mark Search, the operation is terminated and tape is stopped at the end of the 
record currently being processed. The File Mark Search Forward command inhibits 
presentation of IRSTR, ICER and IHER signals at the formatter-to-controller interface. 


8.1.11 FILE MARK SEARCH REVERSE 


A File Mark Search Reverse command causes the drive to execute a series of Read 
Reverse commands while on-the-fly at the speed and density previously selected. This 
series is terminated when either a File Mark character or the BOT marker is located. Tape 
is stopped when the File Mark is read as in a normal Read operation. If the BOT tab is 
detected during a File Mark Search, the operation is terminated. The File Mark Search 
Reverse command inhibits presentation of IRSTR, ICER and IHER signals at the formatter- 
to-controller interface. 


8.1.12 FILE MARK SEARCH FORWARD WITH DATA 


This command is the same as the File Mark Search Forward command (Paragraph 8.1.10) 
except the data circuitry is enabled and presentation of IRSTR, ICER, and !HER is not 
inhibited. 


8.1.13 FILE MARK SEARCH REVERSE WITH DATA 


This command is the same as the File Mark Search Reverse command (Paragraph 8.1.11) 
except the data circuitry is enabled and presentation of IRSTR, ICER, and IHER is not 
inhibited. | 


8.1.14 DIAGNOSTIC 


Various diagnostic codes can be selected using the Function Select mode and the front 
panel controls. Refer to Paragraph 5.5 for a description of each of these codes. 
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8.1.15 DATA SECURITY ERASE 


This command causes tape to be erased from its present position to a point 0.91 to 1.52 
metres (3 to 5 feet) after EOT. Tape is then rewound to BOT. 


8.1.16 SELECT 126 C/MM (3200 CPI!)/1.27 M/S (50 IPS) 


This command causes the drive to operate at a tape speed of 1.27 m/s (50 ips) and a data 
density of 126 c/mm (3200 cpi). (This is an alternative to use of the IRTH2 and IDEN lines for 
speed and density selection.) | 


8.1.17 REWIND 


The rewind command causes the tape to rewind to BOT. In systems with multiple formatted 
drives in a daisy-chained configuration, one or more of the units may be rewinding while the 
controller is transferring data to or from another formatted drive in the chain. 


8.1.18 OFF-LINE 


The Off-Line command places the drive under local control. Only the selected unit is 
placed Off-line in daisy-chained systems (this command causes the tape drive to performa 
Rewind/Unload person) 


8.1.19 LOAD-ON-LINE 


The Load-On-Line command enables a remote load sequence if this. iota is selected 
using the FUNCTION SELECT switch. 


8.2 GAP GENERATION 


8.2.1 INTERBLOCK GAP GENERATION 


The drive provides timing to generate the necessary 15.24 mm (0.6 inch) gap between 
records. Longer gaps can be generated using the Extended Gap feature or by using the 
Erase command. 


Extended gaps can be selected locally by first setting Function Select code 21 (Table 5-1), 
and then selecting the required gap length represented by codes 22—29. With code 21 
reset, the extended gap feature is enabled over the interface by the IRTH1 signal. Gap 
length is selected by codes 22—29. 


8.2.2 FILE MARK GAP 


A File Mark is preceded by a gap of approximately 102 mm (4 inches) of blank tape and is 
followed by a normal IBG. 


8.3 PHASE ENCODED FORMAT 


This equipment records data on tape in accordance with ANSI Specification No. 
X3.39-1973 for 1600 cpi PE recording. The same format is used for 3200 cpi recording with 
the exceptions that are identified in Paragraphs 8.3.1 through 8.3.11. The following 
paragraphs describe the features of this recording format. 


8.3.1 DATA 
Phase Encoded (PE) data are characterized as follows. 


(1) AO bit corresponds to a transition in the middle of the bit cell away from the erase 
direction of magnetization. 


(2) A 1 bit corresponds to a transition in the middle of the bit cell toward the erase 
direction of magnetization. 
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(3) In the case of successive 0 bits or successive 1 bits, an additional transition is 
required at the cell boundary. This transition is referred to as the phase transition 
and is in the opposite direction from that of the data transition. 


8.3.2 PREAMBLE 


The Preamble is a burst of forty 0 bits followed by a 1 bit (in all tracks) at the beginning of 
each record. When reading, the formatter tracking circuit uses this burst to synchronize 
the decoding circuits. The detection of the 1 bit indicates the beginning of the data field. 


8.3.3 DATA FIELD 


The Data Field is written with data and phase transitions as defined in Paragraph 8.3.1. The 
formatter is capable of writing and reading records of a minimum of three characters. 
There is no hardware limitation to the maximum number of data characters that may be 
included in a single data record. 


8.3.4 POSTAMBLE 


The Postamble is comprised of a single 1 bit followed by a burst of forty 0 bits (in all tracks) 
at the end of the record. The postamble provides a means of synchronization when reading 
tape in reverse. 


8.3.5 PARITY 


When writing, the data in the Parity (P) data track are generated by the formatter in such a 
way as to provide odd parity for all characters in the data field. As an option, parity may be 
supplied by the IWP interface signal. 


8.3.6 FILE MARK 


8.3.6.1 63 c/mm (1600 cpi) 


When a Write File Mark command is executed, the formatter generates the file mark gap 
and then generates a File Mark consisting of 80 flux reversals at 126 fr/mm (3200 frpi) in 
Channels P, 0, 2, 5, 6, and 7. Channels 1, 3, and 4 are dc-erased. 


When reading, the formatter will recognize a File Mark if there are flux reversals in 
Channels 7, 2, and 6, with Channels 1, 3, and 4 dc-erased. Channels P, 5, and 0 are ignored 
for this test. 


8.3.6.2 126 c/mm (3200 cpl) 

File mark is the same as for 63 c/mm (1600 cpi) except the 80 flux reversals are at 252 fr/mm 
(6400 frpi). 

8.3.7 IDENTIFICATION BURST 


8.3.7.1 63 c/mm (1600 cpi) 


When performing a Write command from BOT, the formatter writes an ANSI and IBM 
compatible ID burst consisting of a sequence of flux reversals at 63 fr/mm (1600 frpi) in 
Channel P, with all other tracks dc-erased. 


During a read, or read-after-write operation, the formatter samples the output of Channel P 
as the BOT marker traverses the read head. If an ID burst is detected, the IDENT interface 
line is activated. 
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8.3.7.2 126 c/mm (3200 cpi) 


When performing a write command from BOT at a recording density of 126 c/mm (3200 cpi), 
the formatter writes a sequence of flux reversals at 126 fr/mm (3200 frpi) in Channels P and 
2, with all other tracks dc erased. During a read, or read-after-write operation, the formatter 
samples the output of Channels P and 2 as the BOT marker traverses the read head. 


8.3.8 DROPOUT AND ERROR CORRECTION 


A dropout is detected by the formatter for a particular track if no data are present on that 
track for more than 1.5 bit cell times or a data bit is not detected in any bit cell. This test is 
made after approximately twenty-four 0 bits of the preamble have been read in each track. 
If only one of the nine tracks has a dropout detected in the formatter, the formatter will 
correct this track by using the odd parity nature of the data in conjunction with the single 
track dropout indication. 


8.3.9 DESKEW OF READ DATA 


As data are read from tape, the data transitions corresponding to bits of a specific 
character may arrive at the formatter at different times due to the skewed relationship of 
the nine data tracks. Data may be skewed as much as eight characters and still be 
deskewed properly. 


8.3.10 ERROR DETECTION 

For an explanation of errors detected by the FS1000 while reading tape, refer to 
Paragraphs 7.4.4 and 7.4.5. 

8.3.11 VARIABLE FREQUENCY OSCILLATOR 


A variable frequency oscillator (VFO) is used to decode data. This VFO follows the long- 
and short-term speed variation of the data being read. 
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9.0 RELIABILITY AND MAINTAINABILITY 


9.1 ADJUSTMENTS 


The FS1000 tape drive does not require adjustment over its anticipated life unless 
components are replaced. Electrical adjustments that may be required following 
component replacement are the read amplifier outputs, write current, EOT/BOT amplifier, 
supply reel amplifier offset, and the regulated voltages. Mechanical adjustments consist 
of head azimuth, mid-tension flag, tension arm, and tape path adjustments. 


9.2 ERROR RATES 

The error rate limits of this specification apply using tape that meets ANSI X3.40-1973 
Unrecorded Magnetic Tape Standard, or equivalent, over an operating ambient 
temperature of 15.6°C to 32.2°C (60°F to 90°F) and a relative humidity level of 30 to 80 
percent non-condensing. Errors caused by damaged tape oxide or foreign particles shall 
not be counted. 


9.2.1 READ ERROR 
The recoverable read error rate will not exceed one error in 10° bytes. 


9.2.2 WRITE ERROR 


The recoverable read-after-write error rate will not exceed one error in 10° bytes (media 
faults excluded). | 


9.2.3 IRRECOVERABLE ERRORS 


An irrecoverable error is defined as an error that exists after five retries and after errors due 
to damaged oxide or foreign particles have been eliminated. The irrecoverable error rate 
will not exceed one error in 10'° bytes when reading a tape that was recorded on an 
identical tape drive. 


9.3 SERVICE LIFE 


The unit is designed and constructed to provide a service (useful) life of 6 years or 24,000 
power-on hours, whichever occurs first. Repair or replacement of major parts will be 
permitted during useful life. 


9.4 MEAN.TIME-BETWEEN-FAILURE (MTBF) 


Following an initial break-in period of 100 hours, the drive MTBF will exceed 5,000 hours 
(not including failures of the read/write head). The following formula defines MTBF. 


MTBF = Operating Hours + Number of Equipment Failures 


Operating hours are the total power-on hours less any maintenance time; equipment failure 
is defined as those failures which necessitate repairs, adjustments, or replacements on an 
unscheduled basis. Equipment failure means that emergency maintenance is required 
because of hardware failure or substandard performance. This excludes stoppages or 
substandard performance caused by operator error, adverse environment, power failure, or 
other failure not caused by the equipment. 


9.5 MEAN-TIME-TO-REPAIR (MTTR) 


The MTTR will not exceed 0.25 hour excluding adjustments. MTTR is defined as the mean 
time for an adequately trained and equipped serviceman to diagnose and correct 
malfunction while following service procedures contained in the service manual. Servicing 
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will be limited to replacing major subassemblies, including PCBAs. To establish a 
meaningful MTTR, operating time must exceed 100 hours and include all sites where the 
FS1000 is used. 


9.6 PREVENTIVE MAINTENANCE REQUIREMENTS 

In a normal environment, scheduled preventive maintenance is necessary for the 
anticipated life of the FS1000 Tape Transport. Maintenance requirements are specified in 
Table 9-1. Procedures for performing the required maintenance operations are given in the 
FS1000 Tape Drive Operating and Service Manual (PPC Document No. 111311). 


9.7 SERVICEABILITY 


Access is provided to all areas of the tape drive to facilitate replacement of defective 
subassemblies. 


Table 9-1 
Preventive Maintenance Schedule 


Daily Clean Head 
Clean Fixed Guides (2) and Tape Cleaner 
Cean Tachometer Roller 
Clean Fixed Roller 
Clean Tension Transducer Roller 
Clean Supply Reel Friction Ring 
Clean Supply Hub Write Protect Ring Reflective Surface 


2500 Hours Clean Air Filter 
or 6 Months | Check Tape Path Alignment 
Check Skew 


“More frequent servicing may be required if operating in an abnormally 
dirty environment. 
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10.0 REGULATORY AGENCY REQUIREMENTS 


The FS1000 Tape Drive is designed to comply with the requirements of the following 
agencies. 
(1) UNDERWRITERS LABORATORIES (UL) 
UL recognized as a component under the UL Electronic Data Processing Units and 
| Systems Classification (UL 478). 
(2) CANADIAN STANDARDS ASSOCIATION (CSA) 
CSA certified under CSA C22.2 Number 154. 
(3) VERBAND DEUTSCHER ELECTRONIKER (VDE) 
0804/5.72 Regulations for Telecommunication Apparatuses including Information 
Processing Equipment. 
(4) INTERNATIONAL ELECTROTECHNICAL COMMISSION (IEC) 
435, Safety of Data Processing Equipment. 
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